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Fiberboard Box Weight and Size Limits
You should be careful when packing fiberboard boxes so that you do not go over the weight or size limits given in tables 3-1 and 3-2.
Table 3-1. Size and weight limitations for types CFa and SFa, Class Domestic Fiberboard Boxesb

Type CF Variety Max Inside Dimensions

SW
a

DW
a

Type SF Max Weight of Boxes and
Contents

Length + Width + Depth

Grade Grade Grade Lb (kg) In. (mm)

125 125 20 (9.1) 40 (1016)

150 30 (13.6) 50 (1270)

175 175 40 (18.1) 60 (1524)

200 200 200 65 (29.5) 75 (1905)

275 275 275 90 (40.8) 90 (2286)

350 350 350 120 (54.4) 100 (2540)

500 500 140 (63.5) 110 (2794)

600 600 160 (72.6) 120 (3048)

a Explanation of abbreviations in Table 1.

CF - Corrugated Fiberboard, SF - Solid Fiberboard, SW - Single-Wall Fiberboard, DW - Double-Wall Fiberboard
b Size and weight limitations may be modified or waived by the ordering activity, as necessary, when boxes are used for 
non-shipper or special purpose.

Table 3-2. Size and Weight Limitations for Class Weather-Resistant (WR) and Water and Water Vapor Resistant (WWVR) 
Fiberboard Boxes Used as Exterior Containers a Note - The gross weight and size limit expressed in the circular or
rectangular box maker’s certificate shall conform to the requirements of the Uniform Freight Classification or National Motor 

Freight Classification Rules, as applicable, and may not necessarily be the same as those stipulated in table 2.

Grade
b
(Compliance Symbol) Max Weight of Boxes and Contents Max Inside Dimensions

Length + Width + Depth

lb (kg) in. (mm)

V2s 120 (54.4) 100 (2540)

V3s, V4s, and V3c 90 (40.8) 90 (2286)

W5s and W5c 65 (29.5) 75 (1905)

W6s and W6c 30 (13.6) 30 (762)

V11c 160
c

(72.6) 120 (3048)

V13c 120 (54.4) 100 (2540)

V15c 90 (40.8) 90 (2286)

a=Not applicable to interior boxes.
b=Reference ASTM D 4727 for specific details of construction.
c=Maximum weight may be increased to 225 lb (102 kg) provided the manufacturer’s body joint is fastened with metal 

fasteners spaced not more than 1 in. (25 mm) apart.


