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APPENDIX 4-A Storage of Mercury

SOP SOC-0000-A-001 General Safety Requirements SOP

ORNL/MSSP-15 ORNL Facility and Mercury Storage Inspection Requirements
DPD.IOP.FES.0019 Mercury Monitoring and Response
MSSP-28 One-Metric Ton Container Specifications
May 6™ &7™ 2014 (CD Trip Report Tooele Army Depot/ Inspection MSSP Containers/ CD Records in
records in MMTS library) MMTS Library

QP.EMS.HGD006 Mercury Storage and Transfer Program to comply with NDEPP CAPP

Mechanical Integrity Procedure for the CO; Fire Suppression System and the

DOCUMENTS REFERENCED IN THIS PROCEDURE ARE APPLICABLE TO THE EXTENT SPECIFIED HEREIN.

1.1

1.2

1.3

ScoPE

This document serves to establish a procedure for the inspection of above ground
warehouses used for the storage of Elemental Mercury at HWAD.

This plan will address the required corrective action required to ensure customer
satisfaction and continuous safety in storage.

Corrective Actions will require corrective measures to be addressed and/or corrected within
five (5) days of the issuance of such an action.

2.1

PoLicy

This QP applies to the inspection of Elemental Mercury and the storage sites in which
Elemental Mercury is housed for the purposes of assuring quality, accountability and
safety in storage within the confines of the HWAD.

3.1
3.2

Mercury storage sites will be inspected every quarter by DLA MMTS personnel.

Should the mercury detection equipment detect and return readings of 0.025 mg/m? at any
time during the inspection process evacuate the building (150 feet upwind - by direction of
the windsock) and implement emergency response procedures by calling extension 7811.

All personnel are required to wear the proper protective equipment and clothing, to have
adequate protection against the possibility of contact with elemental mercury. DLA will
achieve this through the use of the following PPE during the inspection of the mercury
storage facilities.
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PoLicy (CONTINUED)

3.4

a.

NOTE:

C.

Long sleeves and an EEBD (Emergency Escape Breathing Device) will be required
by DLA employees during quarterly inspections.

EEBD Pre-Inspection Instructions: make sure the breathing device gauge is in the
green zone, mouthpiece cover is in place, nose plug is present, no visual damage to
case or container and is in good working condition. If the above is not verified obtain
new breathing device by contacting the SOC Fire Department to resolve issue.

When the fire alarm system goes into pre-alarm (visual/audio signal) or a
hazardous condition exists, notify occupants by verbal communication to evacuate.
Simply grab the EEBD at the regulator and pull the unit from the holster. The velcro
strap and mouthpiece cover will automatically release, Inhale the first breath and
breathe normally while exiting the warehouse.

Nitrile gloves or other type of non-permeable hand protection with or without cotton
liners.

Proper eye protection- safety glasses with side shields

SAFETY REQUIREMENTS:

a.

f.

Avoid direct contact with the drums, pallets and drip/catch as surface contamination
may be present

Avoid placing any tools and/or equipment on the drums/pallets, catch pans or floors
this includes but is not limited to monitors (JEROME), banding equipment, clip
boards, gloves, safety glasses, pens, pencils etc.

Avoid agitating the drums/pallets with unnecessary movement

These protective measures are not indicative of a health hazard but are cited as
precautionary measures only against the potential for coming in contact with
mercury.

All four doors will be open during inspection. The two center doors on the building
will be open for egress only, not to be used for routine operations or forklift use.

Ensure MSDS's are present in Right to Know Center.

4. DEFINITIONS AND ACRONYMS

4.1

DEFINITIONS AND ACRONYMS

ASMO003 Planograph

BL Bill of Lading

CBL Commercial Bill of Lading
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4.

DEFINITIONS AND ACRONYMS (CONTINUED)

4.2
4.3

4.4

4.5

CNL Cannot locate

DLA Defense Logistics Agency

DNSC Defense National Stockpile Center

DZHC Day & Zimmermann Hawthorne Corporation

DZHC 635-E Mercury Storage Inspection Report
DZHC316-E Receipt Discrepancy Report

EEBD Emergency Escape Breathing Device
GBL Government Bill of Lading

Hg Elemental Mercury

HWAD Hawthorne Army Depot

IDS Intrusion Detection System

QP Quality Plan

NORMAL INSPECTION - Is defined as one (1) inspection per quarter.

TIGHTENED INSPECTION - Is defined as one (1) inspection per week. This oceurs when
detected vapor concentrations EXCEED the DNSC action level of 0.025 mg/m?® (25,000
nanogramslm ) and WI|| continue until any vusmle mercury is cleaned and the vapors are reduced to
less than 0.025 mglm (25,000 nanogramslm ).

RETURN TO NORMAL INSPECTION - Normal inspection protocols may resume when two (2)
tlghtened inspection cycles DO NOT detect MERCURY or MERCURY VAPORS in excess of 0.025
mg/m*(25,000 nanograms/m?).

REQUIRED INSPECTION EQUIPMENT — Direct reading Mercury vapor monitor, portable battery
powered light with sufficient illumination to spot mercury droplets. PPE that inciudes a Tyvek suit
and an EED are required when vapor concentrations exceed the DNSC action level.
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6.1 DEFENSE LOGISTICS AGENCY PROGRAM MANAGER and MMTS SITE MANAGER, is
responsible for ensuring;
1 Mercury storage site inspections are conducted at a minimum of once per quarter or as
otherwise specified.
2. Each inspection report, to include supplemental forms and metrics as required by
DLA Strategic Materials is forwarded to the responsible department as inspections are
completed.
a. MANAGER OF ENVIRONMENTAL SERVICES - All Reports, whether or not any
discrepancies exist.
b. DIRECTOR OF BASE OPERATIONS- Facilities Deficiencies
c. MAINTAINING THE ORIGINAL REPORT within the DLA's Program Managers Office and

Supervisor, Maintenance Planning and Housing. (Tracked in MAXIMO)

3 The inspection of mercury storage sites are conducted in accordance with this procedure.

6.2 DLA MMTS PERSONNEL are responsible for:

1. Recording the number and type of deficiencies on the DZHC 635-E Form. Each
inspection report will be distributed as follows:

a ORIGINAL REPORT- DLA's Program Managers Office.
b. STORAGE AND ACCOUNTABILITY DEFICIENCIES- DLA’s Program Managers Office.
(] ALL RepoRTS, whether or not any discrepancies exist - Program Manager for

Elemental Mercury - who will forward to the assigned commodity DLA's Safety
and Health Manager.

d. FACILITIES DEFICIENCIES - Director of Base Operations. (Tracked in MAXIMO)
2. Recording each site inspection for elemental mercury on the DLA Form 30 and 30a,
which are included in this document as Attachments 2 and 2a.
3. Compiling the inspection package to include the following:
a. DNSC 30/30a - Notification of Stockpile Inspection - REQUIRED
b. DZHC 635-E Mercury Storage Inspection Report- REQUIRED
c. Photographs or other relevant documentation that may aide the reader in

understanding the true condition of the material within the site (OPTIONAL)
6.3 DISTRIBUTION OF INSPECTION PACKAGE- ELEMENTAL MERCURY

1.  ORIGINAL retained in the DLA's Program Managers Office
2. One (1) Copy to the Manager, Environmental Services
3. Supervisor, Maintenance Planning and Housing (Tracked in MAXIMO)
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6. RESFONSIBILITIES (CONTINUED)

6.4 THE DLA's PROGRAM MANAGER is responsible for - providing the results of all inspections
conducted, to include site status to the Manager of Environmental Services and the Supervisor
of Maintenance, Planning & Housing. This information will be relayed in the form of a
spreadsheet and will note the location, site status (initial inspection, re-inspection), mercury site,
and/or environmentally controlled site; corrective action as it is accomplished through the
inspection and re-inspection process. The spreadsheet will be provided upon the completion of
each inspection cycle, or upon request.

6.5 SUPERVISOR, Maintenance Planning and Housing - (Tracked in MAXIMO) is responsible for
administering all required corrective action within five (5) working days of any noted defects for
physical facilities deficiencies as noted on the DZHC 635-E form. The corrective action required
is issuance of a work order (Attachment 4) to complete the repair andfor correct the
deficiency(ies} as noted.

6.6 MANAGER, Engineering, Facilities & Planning - is responsible for correcting and/or
responding to all physical facilities deficiencies within five (5) working days of the issuance of a
work order (Attachment 4) specific to the deficiency(ies) noted. Some items will require more
than five (5) working days to effect corrective action and as such will require an effective
corrective action plan. This plan will serve as an acceptable response fo discrepancy actions
unless there is a report of imminent danger or a breach of physical security related to the storage
structure.

6.7 MANAGER, Guard Operations - is responsible for the correction of deficiencies noted related to
security issues where locks, keys, and/or the IDS is deficient. The Manager will also be
responsible for dispatching security personnel in the event there is an incident related to the
storage of Elemental Mercury.

6.8 FIRE CHIEF, Fire and Emergency Services - is responsible for responding to all incidents
relating to the storage of Elemental Mercury. The Fire Chief is also responsibie for conducting
safe to enter inspections prior to any individual entering a site where Elemental Mercury is stored.
The Fire Chief will ensure all monitoring equipment related to the storage of Elemental Mercury is
kept in good working order.

6.9 DLA MMTS SITE MANAGER -~ is responsible for the stock accountability within each
Mercury storage site.

6.10 MMTS SITE MANAGER, — will report measurements of mercury vapors in the air and the results
of all physical, visual inspections. Each report shall be in Microsoft Excel format and will be
concise, factual and will relay all storage conditions noted. Reports will be transmitted
electronically to the Safety and Health Manger and Environmental Protection Specialist at
Headquarters as follows: Reports will be forwarded to DNSC-M and DNSC-MO whether
deficiencies are noted or not.
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6. RESPONSIBILITIES (CONTINUED)

DNSC-M

Defense Logistics Agency Strategic Materials
8725 John J. Kingman Road, Suite 3229
Fort Belvoir, VA 22060-6223 Phone: (703) 767-7592

7. PROCEDURE

7.1 CRITICAL DEFICIENCIES

(A1)

(A2)

(A3)

(A4)

SAFETY IN STORAGE — Verify all material within a single storage location is
stored safely. Stows will be square. Drums will be stored as designated
following initial placement as directed by DLA and the approved storage
drawing. Material will be stowed by flask type.

EVIDENCE OF LEAKING - Verify the vapor concentrations do not exceed
25,000 nglms— as measured by Mercury monitoring equipment — READINGS
TO BE RECORDED ON INSPECTION FORM. Readings from this inspection
will be provided to the SOC Fire Chief and the SOC Manager, Environmental
Services.

Visually verify there is no evidence of leaking as it would be evident on the
drum surface, the metric ton container surface and/or in the drip pans. The
presence of Mercury will be evident by a silvery-white, high luster material that
will be liquid at ordinary temperatures. If the presence of Mercury is noted
evacuate the location and call x7911. Await arrival of hazardous response
personne! from a safe distance ~ 150 feet upwind — which can be determined
by the direction of the windsock.

Using the Hg monitoring equipment, the DLA MMTS Manager will obtain two
(2) air samples within each inspection aisle.

1. One (1) at the breathing zone — random locations within the inspection
aisle — record results on the DNSC Form 30, sign and date and;

2. One (1) at the floor level — random locations within the inspection aisle
- record results on the DNSC Form 30 sign and date.

PACKAGING — Visually verify all Elemental Mercury is properly packaged.
Elemental Mercury is stored in flasks are stored inside 30 gallon drums or in
one metric ton containers. (OPENING OF THE DRUMS OR ONE TON
CONTAINERS IS NOT PERMITTED AT ANY TIME FOR THIS INSPECTION
OR HWAD VERIFICATION PURPOSES}. Each drum will be constructed of 16
gauge steel and stored on a 48 x 48 inch drip pan. Each pan will rest firmly
atop of a two (2) way entry pallet. Each pan will normally contain five (5)
drums, and each drum will normally contain six (6}, seventy-six (76) pound
steel storage flasks unless the drum is otherwise marked. Transferred Mercury
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7.

PROCEDURE {CONTINUED)

(AS5)

(A6)

in one metric ton containers will be stored on drip pans. Visually inspect the
surfaces of the metric ton containers and the 30 gallon drums containing flasks
holding elemental mercury for rust. Visually inspect the drip pans holding the
metric ton containers and 30 gallon drums for rust. Visually inspect the floor
area for mechanical damage.

Note: typically four metric ton confainers on a drip pan, typically 2205 Ib of
elemental mercury in a one melric ton container; drip pan holding metric ton
containers stored directly on the floor, not on pallets; one mefric ton container
description: 20 inch diameter Schedule 20 steel pipe (19-in tall), welded to a
ve-inch thick steel bottom plate and a ¥:-inch thick steel top plate, a 3-inch NPT
half coupling in the top plate with a 3-inch square head NPT piug, two fork
pockets welded fo the top plate, and paint - primer with corrosion protection
and topcoatl.

MARKING - Verify each drum and metric ton container vessel is marked with
the following information.

1. Drum/Metric Ton Container Number

2. Net Weight

STORAGE CONFIGURATION (See Aftachment 3) — Verify all pallets are in
uniform rows, back to back along the length of the storage area. Each row is
such that there is a minimum of three (3} feet of aisle space along each wall.
THIS INSPECTION IS TO BE CONDUCTED UPON MOVEMENT OF
ELEMENTAL MERCURY.

7.2 MAJOR DEFICIENCIES

(B1)

(B2)
(B3)

(B4)

(B5)

Inspect the portable dock (if present} to ensure serviceability. Ensure the load
rating and inspection dates are clear and legibly displayed.

Verify the official record balance of stockpile material is accurate,

Verify the site location Planograph matches the material placement within the
specified storage location/grid location.

Verify the inventory weight of record is present, correct and properly
completed. The inventory weight of record will accompany all Elemental
Mercury within each grid location. Ensure balance data related to Elemental
Mercury is changed only in the event of transfer fo vessels, repackaging effort
or site to site relocation movement. Quantity discrepancies will be noted and
reported to the DLA Program Manager for proper reporting to official sources
(DNSC-MO).

HOUSEKEEPING - Ensure the site is free of dirt, dunnage, debris, trash and
other foreign materials not an intricate part of the safe storage of MERCURY,
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7. PROCEDURE {CONTINUED)

73 CRITICAL FACILITIES DEFICIENCES

(AD1) Missing/incorrect Fire andfor Chemical Symbols displayed outside of
magazine or warehouse — SPECIFY WHICH OR BOTH ON THE DZHC 635-E
CONTINUATION SHEET

(AD2) Concrete containment curbs are cracked, broken or show signs of
deterioration - SPECIFY GRID AREA ON THE SITE PLANOGRAPH

(AD3) Geo-Membrane floor is ripped, torn andfor shows signs of deterioration —
SPECIFY GRID AREA ON THE SITE PLANOGRAPH. Ensure the floor is free
of dirt, gravel or other debris that would contribute to premature deterioration.

(AD4) Loose/broken dock bumpers and/or steps-Posing Significant Safety Hazard

(ADS5) Cracks in walls- exceeding 1/4" — Visually inspect the overall condition of the
warehouse. Check the wall joints and the joints between the wall and
foundation for cracks andfor openings that would allow for pest egress and/or
infestations. Ensure that moisture cannot enter through any point.

(AD6) Visually inspect the warehouse foundation. Check for the presence of cracks
and/or scaling that would be an indication of deterioration.

{AD7) Holes in Roof — Visually inspect the roof where it comes in contact with the
walls of the warehouse. Verify that cracks or voids do not exist that would
allow for the entry of moisture and/or animals/pests.

{AD8) Perform a visual inspection to ensure the CO, Fire Suppression System is free
of corrosion, intrusion andfor any physical damage.

7.4 MAJOR FACILITIES DEFICIENCES

{8D1) Inspect all doors and windows to ensure they are serviceable and can be
properly secured.

{BD2) Ensure that all lighting is in good working order. Note any lighting that is not
working to ensure it is replaced in a timely manner.

{BD3) Perform a visual inspection to ensure each of the six (6) ventilation registers
are serviceable and provide for unrestricted air flow. Care shall be taken to
note the presence of bird or rodent nests.

{BD4) Inspect all wind socks and poles to ensure they are present and in proper
waorking condition.
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7. PROCEDURE (CONTINUED)

75 MINOR FACILITIES DISCREPANCIES
7.5.1 ALL STORAGE FACILITIES

(CD1) DOOR DEFECTS - SPECIFY WHICH DEFECTS EXIST ON THE DZHC
FORM 635-E CONTINUATION PAGE
Missing ground strap at door
Missing/broken door hooks
Door and/or hinges are sprung, bent and/or broken
Site not easily accessible
Missing, damaged or defective door vent screen
Deteriorating paint or Warning Information on Doors

{CD2) Excessive vegetation — Vegetation that makes it difficult to access the site
safely
{CD3) Incorrect or non-functional lock

{CD4) Evidence of rat infestation, i.e., nests, droppings
7.6 COMPLETE THE DZHC FORM 635-E
7.6.1  Enter your full name - Inspector(s) Completing Site Inspection
7.6.2 Enter the building location
7.6.3 Enter the date
7.6.4 Enter a check mark v" next to the appropriate deficiency noted

7.6.5 On the reverse side of the form and continuation sheet as necessary, list each deficiency
with the details and what corrective action was taken, if any.

7.7 INSTRUCTIONS FOR COMPLETING THE DNSC FORM 30, NOTIFICATION OF STOCKPILE
INSPECTION & 30a, CONTINUATION SHEET

7.7.1  Give the official name and geographic location (city & state) of the facility, to include the
street address:

SOC, LLC - HAWTHORNE DIVISION
HAWTHORNE ARMY DEPOT

#2 SOUTH MAINE AVENUE
HAWTHORNE, NV 89415

7.7.2  Enter the name of the commodity being inspected

EXAMPLE: ELEMENTAL MERCURY
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7.

PROCEDURE (CONTINUED)

7.7.3

7.7.4

776

7.7.7
7.7.8

7.79

7.7.10

7.7.11

7.7.12

Enter a sequential report number

EXAMPLE: HWAD-MERC-0001, 0002, ETC.

a. Enter the identification number — N/A

b. Enter the date of last inspection & this inspection — self explanatory
Enter the current date — self explanatory

a Enter the type of storage space

EXAMPLE: WAREHOUSE - LOCATION 110-**

b. Enter the name and title of the person responsible for the material

Blocks 8 through 13 — ANSWER YES OR NO

Block 10b - Enter the last receiving report number, the date, and the last outbound delivery

order number/date.

Block 13C -Class | - Sound in all respects
Class Il - Show evidence of deterioration, damage or defects but remain
reasonably sound and provide adequate protection against exposure,
contamination or loss of contents and can withstand one (1)} shipping
operation.
Class lll - Show enough deterioration, damage, or defects to not provide
adequate protection against exposure, contamination, or loss of contents and
cannot withstand one (1) shipping operation.

Column A: ENTER THE LETTERS DLA

Column B: ENTER THE TYPE (Pile, Case, Ingot, Bale, etc) OF CONTAINER -
EXAMPLE: DRUM 30 GAL or 1 MT Vessel.

Columns C through F - STATE THE DIMENSION & UNIT OF MEASUREMENT FOR
EACH TYPE OF PACKAGING OR COMMODITY SHAPE
EXAMPLE: (14,883 FLASKS) 31" X 15"

Indicate the weights, both gross & net of each type of storage unit if applicable — SELF
EXPLANATORY

Enter the total number of units EXAMPLE: 2,435 DRUMS or Vessels

Column | - ENTER THE TOTAL WEIGHT WITH THE BREAKDOWN BY COUNTRY OF
ORIGIN.
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7. PROCEDURE {CONTINUED)

7.7.13 REMARKS - ENTER GENERAL RELEVANT COMMENTS:
EXAMPLE:

No drumsl/flasks were opened during this inspection
The inspection was conducted with the aid of the JEROME RA915+ with the visual
inspection being conducted IAW SOC.QP.QAD.0002 CURRENT REVISION

FORM 30a

7.8. ENTER THE NAME OF THE DEPOT & STORAGE SITE LOCATION
(EXAMPLE)
HWAD
110-22

7.8.1  Enter the name of the commodity

EXAMPLE: ELEMENTAL MECURY
7.8.2 Enter the report number (from page 1)
7.8.3 Enter the date - self explanatory
7.84 Enter your name as the inspector and your stamp/date
7.8.5 Record the temperature: INSIDE OUTSIDE
7.8.6 Enter the barometric pressure
7.8.7 Enter the humidity EXAMPLE: (80%)
7.8.8 Indicate the weather conditions EXAMPLE: (CLOUDY, PARTLY CLOUDY, CLEAR ETC.)
7.8.9 Indicate the monitoring device used EXAMPLE:

MAKE: JEROME MODEL:

A. LAST CALIBRATION DATE NEXT CALIBRATION (DUE
7.8.10 TOTAL TESTS PERFORMED: EXAMPLE:

BREATHING ZONE: (1 @ BREATHING ZONE X 62 INSPECTION AISLES
FLOOR LEVEL READINGS: (1@ FLOOR LEVEL X 62 INSPECTION AISLES)

7.8.11 ENTER THE TIME THE INSPECTION BEGAN AND ENDED.
7.8.12 ENTER THE NUMBER & TYPE OF TOOLS UTILIZED DURING THE INSPECTION:

THIS DOCUMENT WILL BE REVIEWED AT LEAST ANNUALLY TO ENSURE ITS SUITABILITY
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7. PROCEDURE (CONTINUED)

EXAMPLE:

1 HEAVY DUTY SIX (6) VOLT BATTERY POWERED FLASHLIGHT WAS USED

DURING THIS INSPECTION
7.8.13 OVERVIEW OF THE INSPECTION - FINDINGS/REMARKS

EXAMPLE:

ALL CURBS INSPECTED FOR DAMAGE. NO EVIDENCE OF CONTAINER
LEAKAGE, RUSTING, OR DETERIORATION WAS NOTED AT THIS TIME.
DRIP PANS AND PALLETS REMAIN IN SERVICEABLE CONDITION AND
NO EVIDENCE OF DETERIORATION EXISTS. FLOORING IS IN GOOD
CONDITION WITH NO EVIDENCE OF UNDUE WEAR OR TEARING.
{TEARS IN GEO-MEMBRANE FLOOR EXIST IN GRIDS AAAE, AABC ETC)

THIS INSPECTION WAS CONDUCTED IAW SOC.QP.QAD.0002 CURRENT
REVISION, INSPECTION OF HAZARDOUS MATERIALS STORAGE SITES.

REMARKS: STORAGE SITE 1S IN GOOD CONDITION CLEAN AND
SERVICEABLE FOR THE STORAGE OF CONTROLLED COMMODITY -
ELEMENTAL MERCURY.

ALL READINGS TAKEN WERE WITHIN THE PRESCRIBED PARAMETERS

FOR SAFETY OF MERCURY AS NOTED ON THIS FORM.

8.1 No mefrics are required

9. RECORDS

9.1 The following Quality Records shall be generated and managed in accordance with

SOC.QP.QMS.0002
RECORD REQUIRED CUSTODIAN RETENTION DISPOSITION
MERCURY STORAGE SOC QA DIVISION UNTIL NEXT TRASH
INSPECTION REPORT INSPECTION
(DZHC 635-E) DLA LIFETIME
N/A
NOTIFICATION OF STOCKPILE SOC QA DIVISION LIFETIME
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QUALITY RECORDS

RECORD REQUIRED CUSTODIAN RETENTION DISPOSITION
INSPECTION SOC ENVIRONMENTAL
(DNSC FORM 30/30a) SERVICES DIVISION
DLA
SOC FACILITIES,
PREVENTATIVE MAINTENANCE ENGINEERING & UNTIL NEXT
WORK ORDER PLANNING INSPECTION TRASH
(DZHC 168-E)
LIFETIME N/A
EMERGENCY CORRECTIVE UNTIL NEXT
ACTION WORK ORDER INSPECTION TRASH
(DZHC 167-E) LIFETIME N/A
PERFORMANCE REPORTING
SPREADSHEET SOC QA DIVISION 1 YEAR TRASH
10. FORMS

10.1  The following forms are applicable to this document

APPLICABLE FORMS

ForRm NUMBER TITLE

DZHC 635-E MECURY STORAGE INSPECTION REPORT

DLA FORM 30/30a NOTIFICATION OF STOCKPILE INSPECTION
DZHC 195-E DAILY INSPECTION SUMMARY SPREADSHEET
DAILY INSPECTION SUMMARY ATTACHMENT (Summary of

PGS deficiencies) ( i
DZHC 168-E PREVENTATIVE MAINTENANCE WORK ORDER

DZHC 167-E EMERGENCY CORRECTIVE ACTION WORK ORDER

N/A PERFORMANCE REPORTING SPREADSHEET
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ATTACHMENT 1 MAGAZINE INSPECTION REPORT
DZHC 635-E
MERCURY STORAGE FACILITY
BATE INSPECTION REPORT FACLITY 1D:
MAJOR DEFICIENCIES =B
[C] a1 sarery v sTonase ] 1 PoRTABLE DOCK 0 present)
[ a2 evioence oF Leams [ e2 recoros msatcH
[] A2 HiGH VAPOR CONCENTRATION LEVEL [ &3 mesvocaioN sesmavcs
[ s paciasns [C] &4 #wveNTORY RECORD CARD

FALILIEIEY

MAJUR LEFILIENUIES = B0 § MINUK DEFICIENCIES = LD

[]an1 MISSINGANCORRECT FIRE AND/OR CHEMICAL [ ] 51 DOORS ANDIOR WINDOWS ARE NOT WORXING PROPERLY
SYMBOLS AND CANNOT BE SECURED

sz DAMAGED OR DEFECTIVE CONTAINMENT CURBS Da BROKEM LIGHTING WITHIN THE SITE - SPECIFY GRID LOCATION
|:|m3 GEQ-MEMBRAKE FLOOR DAMAGED, RIPFED, Dam VENTILATION REGISTERS ARE CLOSED, BROKEN ANIVOR INOPERABLE

TORN OR UNSERVICEABLE
[CJans Loosemroxen Dock BUMPERS POSINGA. [ 504 WIND SOCK POLES ARE NOT IN PLACE AND WIND SOCKS ARE NOT
SIGHIFICANT WORKING PROPERLY

HAZARD

D‘“” CRACKS N WALLS EXCEEDING 14" NWDTH [ Jcos DOOR DEFECTS - Wiy e, s surfoks, Snbesieaged ey
s, ACETENEITGEIOscve vent Ivens

[Jans WAREHOUSE FOUNDATION:STEPS - EVIDENCE [ co2 EXCESSIVE VEGETATION

OF DETERIORATION

AD7 HOLES IN THE ROOF C03 INCORRECT LOCK OR NON-FUNCTIONING LOCK

ADS CO; FIRE SUPRESSION SYSTEM SHOWS CD4 EVIDENCE OF RAT INFESTATION LE., NESTS, DROPPINGS
EVIDENCE OF CORROSION, INTRUSION OR 1S
PHYSICALLY DAMAGED [J wopercencEs NoTED

COMMENTS (CONTINUE ON REVERSE IF ADDITIONAL SPACE IS REQURED)

DZHC 635-E nEVa &/2008
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ATTACHMENT 2

NOTIFICATION OF STOCKPILE INSPECTION
DNSC FORM 30

[— NOTIFICATION OF STOCKPILE INSPECTION
T NANE AND . BERIAL NO.

{ |mo|-

T 4. 10 NO.
D [ LTPEOF
A AND
T e lepecTne ceror
K AREA
1.

TA TELEFwOWE 0. |TB.FMHB

TNBPECTION DATA {6k s o Extn sopice pemersd YES WG

PALEA DR AR Plles andior Units A ilarked se Prescribed in the Marmal

OTHEN LWATS o (1P T ﬁ-
{(Hva axsct number in Claas I cricer remarks ) < % <
44, DEBC OF CONTAINERS, OR OTHER UNITS
TROGAAM TP (Fin reem. | 'ml% . WEGHT OF UMT WUNSER AL
™ ETER AaTE
s I, bade, i} [y e . 1 {1ranoes ey . oRoER NSy
Las 18
NDS
NDS
bl
NDS
_ TOIALS [] o
Vi REMARKE  (Review Ml COT SDRIODOY g I "quite TOF W NP ol Woekp M" and, ¥
daficioncien ase found, give the sppropriats guide and retalis bn Bhis block)

16, RECOMMENDATIONS (Not to be consirued by siarmos depod or tacility se ation to

3|
1
i
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ATTACHMENT 2a NOTIFICATION OF STOCKPILE INSPECTION
DNSC FORM 30a
PAGE or P ALTES
I-unu: AN LDCATION CF DENT 1 08 FAGUTT
HOTIFICATION OF STOCKPILE INSPECTION
{COUSIMUATION BHEET)
WALIE S TVIE OF CONMOOI ¥ EERWL MO [DATE O Tl HZPECT D

Torpin Gud DNGC FOAY 403
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ATTACHMENT 3 TYPICAL STORAGE LAYOUT SITES FOR MERCURY
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&
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ATTACHMENT 4 PREVENTATIVE MAINTENANCE WORK ORDER
DZHC 168-E
DAY & ZIMMERMANN HAWTHORNE CORPORATION
MAINTENANCE MANAGEMENYT SYSTEM
WORK ORDER REPDRT

Viore Orcder Number: S6eeve Wierk Stan Das.

Descrgdon: Drain Screen Covar Missng - Suspe-ss 3-29-08

Statua Cody INPRG

Report Dana: 13-Fob-2008 Arpoeed By, Loka Cox Prona 042
E -

Locsilon 053-001 Hi EXPLOSIVE MAGAZINE

Adimgy: ING BARRICADE tage

Equpmant 053021 HI EXPLOSIWE WMAGAZING

Sexed 0. Modat#: Stk

Manst

Work GL
Leed Cinf) Lizm Priosty Account Conireet
M (= 4] 471-DEESBM-17111-111-11
Labor Pars
Latcade Total Hows Pat No, Deatrpinn Qty UnkCemt
I

|
I

Wark Pignt Qperstons

XXX (ngicates lapcr, taols or pans requxad.

“TSAEETY: Compily With ALL Curtent SAFETY Precautions —

DZhC 128-E VAOFRIKT.EOR

THIS DOCUMENT WILL BE REVIEWED AT LEAST ANNUALLY TO ENSURE ITS SUITABILITY




		2015-03-13T10:24:37-0400
	BOYNTON.JASON.D.1228903430




