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          PACKAGING FIELD CODES, MIL-STD-2073-1D, AND PART 5

1.  Number of Characteristics:  One, Two, or Ten.

2.  Type of Code:  Alphabetic, Numeric, or Alphanumeric.

3.  Explanation:  Data fields containing alphabetic, numeric, or alpha-numeric codes which describe the preservation, packaging and marking requirements for the item of contract as required by MIL-STD-2073-1D, or identify ten position references for Special Packaging Instructions (SPI) or palletization requirements.

4.  The applicable preservation codes are found in MIL-STD-2073-1D, Appendix A, Figure A.1.  Packing codes are found in MIL-STD-2073-1D, Table J.IX.  Special marking codes are found in MIL-STD-2073-1D, Table J.X.

PACKAGING_DATA_ELEMENT        DEFINITION 

Method of Preservation        A 2-position alphabetic, numeric, or 

                              alphanumeric code which establishes method 

                              of preservation to be afforded the item.  

                              MIL-STD-2073-1D, Table J.I or J.IA.

Cleaning and Drying           A 1-position alphabetic or numeric code 

Procedures                    which establishes the cleaning and drying 

                              process to be employed.  MIL-STD-2073-1D,

                              Table J.II.

Preservative Material         A 2-position alphabetic or numeric code 

                              which designates the preservative material 

                              to be applied.  MIL-STD-2073-1D, Table  

                              J.III.

Wraps                         A 2-position alphabetic or alphanumeric 

                              code which specifies the wrapping material 

                              required.  MIL-STD-2073-1D, Table J.IV.

Cushioning and Dunnage        A 2-position alphabetic code which esta-

                              blishes the requirements for cushioning

                              and drainage material required.  MIL-STD- 

                              2073-1D, Table J.V.

Cushioning Thickness          A 1-position alphabetic code which speci-

                              fies the required cushioning material

                              thickness.  MIL-STD-2073-1D, Table J.VI.

Unit Container                A 1-position alphabetic, numeric, or 

                              alphanumeric code to specify unit con-

                              tainer requirements.  MIL-STD-2073-1D, 

                              Table J.VII.

PACKAGING_DATA_ELEMENT        DEFINITION 

Special Marking               A 2-position alphabetic or numeric code 

                              that identifies special markings to be 

                              applied to interior package and shipping 

                              container.  MIL-STD-2073-1D, Table J.X.

Special Packaging             A 10-position alphanumeric code used to 

Instruction (SPI)/            identify SPIs and palletization data. 
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