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                  OPTIONAL PROCEDURE INDICATOR (OPI) CODE

                      (TABLE J.VIIIa, MIL-STD-2073-1D)

1.  Number of Characters:  One.

2.  Type of Code:  Alphabetic.

3.  Explanation:  The Optional Procedure Indicator (OPI) Code is used to identify whether or not optional packaging methods may be used for the item, and if so, what specific options are authorized.

4.  The following codes apply:

CODE   EXPLANATION 

A      Packaging is in accordance with a procedural specification or a 

       SPI.  The appropriate specification number will be shown in-the- 

       clear supplemental data area.

E      Certain options can be exercised as to specific method of 

       preservation and/or packaging materials, but only as indicated in 

       supplemental data. However, basic preservation method shall be 

       retained and unit package dimensions shall not be increased by 

       more than one inch. Equal or better protection shall be given the 

       item and there shall be no increase in the package cost.

F      For other than SPI items, optional use of flexible polyurethane 

       foam-in-place cushioning is permitted.  Cushioning shall conform

       to MIL-F-83671, Class 2, grade B.  If F-I-P requires a larger

       container than conventional packaging would require, the F-I-P

       container requirements will be coded in place of the conventional

       data.

M      All packaging data is mandatory for compliance and no substitu-

       tions are permitted.  Fast packs should be included in this

       category.

O      Options can be exercised as to specific method of preservation

       and/or packaging materials to be used.  However, basic 

       preservation method shall be retained, supplemental data shall be 

       complied with, and unit package dimensions shall not be increased 

       by more than one inch. Equal or better protection shall be given 

       the item and there shall be no increase in the package cost.

P      For SPI items, polyurethane foam-in-place is permitted as 

       specified on the SPI only when the SPI pack is not available.

R      For other than SPI items, optional use of flexible polyurethane 

       foam-in-place cushioning is permitted.  Cushioning shall conform

       to MIL-F-83671, Class 1.  If F-I-P requires a larger container

       than conventional packaging would require, the F-I-P container

       requirements will be coded in place of the conventional data.
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