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                               APPENDIX A-96

                   UNIT AND INTERMEDIATE CONTAINER CODES

                       (TABLE J.VI, MIL-STD-2073-1D)

1.  Number of Characters:  Two.

2.  Type of Code:  Alpha or Numeric or Alphanumeric.

3.  Explanation:  The code used to identify the authorized containers that make up the unit pack or intermediate pack.

4.  The following codes are assigned:

CODE     CONTAINER
 00      No requirement.

 10      Any suitable container included in this table may be used (See 

         J.4.9.1).

 A1      Bags made of material conforming to MIL-P-130, MIL-P-17667,

         MIL-B-121, Grade A or any material authorized by MIL-B-117.  

         Closure may be by staples, tape, adhesive or heat seal.

 A2      Any bag or sack used by the vendor. 

 AA      A-A-2714, mailing bags, cloth.

 AC      A-A-160 OR A-A-1588, sacks, shipping, paper (cushioned)

 AH      A-A-881, bags, textile, shipping. 

 AN      A-A-550, bags, paper, grocers.

 B1      MIL-B-117, Type I, Class B, Style 3, heavy duty, waterproof, 

         one side opaque, and other side transparent bag.

 B2      MIL-B-117, Type 1, Class C, Style 3, heavy duty, waterproof, 

         greaseproof, one side opaque, and other side transparent bag.
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 B3      MIL-B-117, Type I, Class E, Style 3, heavy duty, water-

         vaporproof, greaseproof, one side opaque, and other side 

         transparent bag.

 B8      MIL-B-117, Type I, Class A, Style 2, heavy duty, waterproof,

         electrostatic protective, transparent bag.

 B9      MIL-B-117, Type I, Class F, Style 1, heavy duty, water 

         vaporproof, electrostatic protective, opaque bag.

 BD      MIL-B-117, bag.

 BE      MIL-B-117, Type I, Class C, Style 1, heavy duty, waterproof, 

         greaseproof, opaque bag.

 BL      MIL-B-117, Type I, Class B, Style 2, heavy duty, waterproof, 

         and transparent bag.

 BS      MIL-B-117, Type I, Class E, Style 1, heavy duty, water- 

         vaporproof, greaseproof, opaque bag.

 BT      MIL-B-22020, bag, transparent, heat sealable, VCI treated.

 BV      MIL-B-117, Type II, Class C, medium duty, waterproof,  

         greaseproof, opaque bag.

 CG      PPP-D-723, Type I, domestic type fiber drum. 

 CH      PPP-D-723, Type II, normal overseas type fiber drum.
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 D1      PPP-B-566 or PPP-B-676, folding or setup boxes.

 D2      PPP-B-566, A-A-2807, or PPP-B-676, folding, metal-edged, or 

         set up boxes.

 D3      PPP-B-566, A-A-2807, PPP-B-676, or ASTM-D5118, folding, metal- 

         edged, setup, or fiberboard boxes.

 D4      Vendor's setup or folding box. 

 DA      PPP-B-566, folding paperboard box. 

 DE      PPP-B-676, setup box.

 DJ      A-A-2807, metal-edged paperboard box.

 DO      Any suitable fiber box included in this table may be used (see  

         5.9.1).

 DP      ASTM-D5168, box, triple wall, fiberboard.

 DQ      ASTM-D5168, Class 1, non-weather resistant triple wall

         fiberboard box.

 DR      ASTM-D5168, Class 2, weather resistant triple wall

         fiberboard box.

 E5      ASTM-D5118, fiberboard box.

 E6      Vendor's fiberboard box. 

 E7      ASTM-D5118, Type CF, Class domestic, single wall, corrugated 

         fiberboard box.

 E8      ASTM-D5118, Type CF, Class domestic, double wall, corrugated 

         fiberboard box.

 E9      ASTM-D5118, Class weather resistant fiberboard box; or PPP-B- 

         566, water resistant folding box; or PPP-B-676, water resistant 

         setup box.
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 EC      ASTM-D5118, Type CF, Class domestic, corrugated fiberboard box.

 ED      ASTM-D5118, Type CF, class weather resistant, corrugated 

         fiberboard box.

 EE      ASTM-D5118, Type CF, class weather resistant, single wall, 

         corrugated fiberboard box. 

 EN      ASTM-D5118, Type SF, Class domestic, solid fiberboard box.

 EP      ASTM-D5118, Type SF, Class weather Resistant, solid fiberboard  

         box.

 EZ      PPP-B-601, cleated-plywood box, domestic or overseas,  

         demountable, assembled with fasteners other than nails and  

         screws.  Inspection door for reading humidity indicator  

         provided for Method 50 packages.  Top, one side and one end  

         will be marked REUSABLE CONTAINER AND CUSHIONING - USE FOR  

         RETURN OF NRFI ASSEMBLY in black letters a minimum 2" high.

 F2      PPP-B-601, overseas cleated plywood box or PPP-B-621, Class 2,

         overseas nailed wood box.

 F3      PPP-B-601, domestic cleated-plywood, box or PPP-B-621, Class 1, 

         domestic nailed wood box.

 F5      Vendor's wood box.

 F6      PPP-B-601, Style I or J, cleated plywood box, surface treated 

         in accordance with the requirements of the specification.

 F7      PPP-B-601 or PPP-B-621, overseas or domestic type, determined  

         by shipment destination.  Provided with nominal 2 x 4 inch  

         skid.  Box provided with an inspection door, located for

         clear reading of the humidity indicator, for Method 54 only.   

         Inspection door shall be hinged, cleated, and sealed (similar  

         to inspection door specified in MIL-C-104).  Wood and plywood  

         boxes shall have top panels secured with wood screws and boxes  

         banded.  The top, one side and one end of the box shall be  

         marked REUSABLE CONTAINER AND CUSHIONING USE FOR RETURN OF

         NFRI ASSEMBLY with black letters, minimum 2 in. high.  In  

         addition, mark box TO OPEN - USE SCREWDRIVER with 1 inch  

         minimum high letters.  Letter sizes may be appropriately

         reduced in proportaion to size of container.
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 F9      Shallow box, constructed of plywood and wood as follows:  Sides 

         and ends of one piece of lumber, 3/4 inch minimum thickness.  

         Top and bottom of one piece standard grade 3/8-inch plywood 

         with exterior weather resistant glue.  End cleats shall run 

         across the grain of the ends and shall extend within 1/8 inch 

         of the outside surface of the top and bottom.  Sides shall  

         extend over the cleats.  Battens shall be applied in accordance 

         with 3.3.5, 3.3.5.2, 3.3.5.2.1, 3.3.5.2.2, and Table VII of 

         PPP-B-621 except exterior battens or cleats shall not be used 

         on the top.  Nailing pattern and size of nails used in 

         fastening the top and bottom to the sides and ends shall 

         conform to Table XII of PPP-B-621 for the Style 4 box.

 FA      PPP-B-621, nailed wood box.

 FB      PPP-B-621, Class 1, domestic nailed wood box. 

 FC      PPP-B-621, Class 2, overseas nailed wood box.

 FD      PPP-B-601, cleated plywood box.

 FF      PPP-B-601, overseas type, cleated plywood box.

 FG      PPP-B-601, domestic type, cleated plywood box.

 FJ      PPP-B-601, cleated plywood box, domestic or overseas, 

         demountable, assembled with fasteners other than nails

         and screws.

 FK      ASTM-D6251, wood-cleated panelwood box.

 FL      ASTM-D6251, Class 1, domestic, wood cleated panelboard box.

 FM      ASTM-D6251, Class 2, overseas wood-cleated panelboard box.

 FO      Any suitable wood box included in this table may be used (see 

         5.9.1).

 FU      MIL-B-26195, wood cleated skidded box, load bearing base.

 FV      MIL-B-26195, Type I, domestic, wood-cleated skidded box.

 FW      MIL-B-26195, Type II, overseas, wood-cleated skidded box.

 GB      MIL-B-26195, Type I or II, Style A or B, Class 1 or 2.  Provide 

         box with inspection door located for clear reading of the  

         humidity indicator for Method 54 packages only.  The inspection  

         door shall be hinged, cleated and sealed (similar to inspection  

         door specified by MIL-C-104).  The top, one side and one end of 

         the shipping container shall be marked REUSABLE CONTAINER - USE

         FOR RETURN OF NFRI ASSEMBLY in black letters, minimum 2 inch 

         high.
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 HA      PPP-C-96, metal can.

 K1      MIL-D-6054 OR MIL-D-6055, metal reusable drum, depending upon  

         size or capacity limits of container.

 Deleted Text

 KE      MIL-D-6054, reusable metal drum.

 KF      MIL-D-6055, reusable metal drum (capacity from 88 to 510 cu. 

         in.)

 MA      MIL-C-104, wood crate, lumber or plywood sheathed, nailed or 

         bolted.

 MB      MIL-C-104, Type I, Class 1, nailed wood crate, lumber sheathed.

 MC      MIL-C-104, Type II, Class 1, bolted woood crate, lumber  

         sheathed.

 MF      MIL-C-104, Type I, Class 2, nailed wood crate, plywood 

         sheathed.

 MG      MIL-C-104, Type II, Class 2, bolted wood crate, plywood 

         sheathed.

 MH      MIL-C-104, Type II, Class 1 or 2, bolted wood crate, provided  

         with lifting attachments and an inspection port (Method 54  

         packages only).  The top, one side and one end of the crate  

         shall be marked REUSABLE CONTAINER - USE FOR RETURN OF NFRI  

         ASSEMBLY with black letters a minimum of 2 inch high.
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 MJ      MIL-C-3744, open wood crate.

 MO      Any suitable wood crate, included in this table, may be used 

         (see 5.9.1).

 MV      ASTM-D6039, open or covered wood crate.

 MX      ASTM-D6039, Style B, open or covered wood crate, light duty.

 MY      NAVICP Drawing No. 15024, for shipping and storage of 

         gyroscopic instruments.

 NO      ASTM-D5118, Type CF, class weather resistant, double wall, 

         corrugated fiberboard box.

 NR      PPP-B-1672, Type I, vertical star cushioning in reusable box.

 NS      PPP-B-1672, Type II, folding convoluted cushioning in 

         reusable box.

 NV      PPP-B-1672, Type III, telescoping encapsulated cushioning in 

         reusable box.

 NW      PPP-B-1672, Type IV, horizontal star cushioning in reusable 

         box.

 NY      NAVICP Drawing No. P069, molded reusable container for circuit 

         cards and modules.

 NZ      NAVICP Drawing No. 13414, modular reusable container for  

         packaging major repairables.

 PK      PPP-B-601, overseas type, cleated plywood box; PPP-B-621,

         Class 2, overseas type nailed wood box; or ASTM-D5168, Class 2, 

         weather resistant triple wall fiberboard box.  Provide with  

         nominal 2 in x 4 inch skids.  See box specifications for weight 

         limitations.  The packaged item shall be centered and cushioned  

         on all surfaces between the unit package and the shipping 

         container with cushioning conforming to PPP-C-1120, Type III or  

         IV, Class C; A-A-59136; PPP-C-850, Type I; MIL-PRF-26514 or 

         MIL-R-20092, Type II, Class 4 as required.  Close, seal and 

         reinforce fiberboard boxes in accordance with the appendix to

         the box specification.  Steel banding is not permitted for 
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         fiberboard boxes.  Wood and plywood boxes shall have top panels  

         secured with wood screws and boxes banded.  The top, one side 

         and one end of the shipping container shall be marked REUSABLE 

         CONTAINER AND CUSHIONING - USE FOR RETURN OF NRFI ASSEMBLY.

         Black letters, minimum 2 inch high.  In addition, mark box TO 

         OPEN-USE SCREWDRIVER in black letters, minimum 1 inch high.  

         Letter sizes may be appropriately reduced in proportion to size 

         of container.

 RC      NAVICP Drawing No. 15450, modular reusable container for 

         packaging depot level repairables.

 RD      PPP-B-585, Class 2, wirebound wood box.

 RE      PPP-B-585, Class 3, wirebound wood box.

 RF      PPP-B-26, bag, plastic.

 RG      PPP-D-729, drum, steel, 55 gal.

 RH      MIL-B-2427, ammunition box, nailed wood.

 RJ      MIL-B-46506, ammunition box, wirebound wood.

 RK      MIL-PRF-11264, reusable wood containers, heavy duty. 

 SD      MIL-B-117, Type I, Class C, Style 2, heavy duty, waterproof, 

         greaseproof, transparent bag.

 SE      MIL-B-117, Type I, Class E, Style 2, heavy duty, water-

         vaporproof, greaseproof, transparent bag.

 SF      MIL-B-117, Type III, Class E, Style 1, light duty, water-

         vaporproof, greaseproof, opaque bag.

 SG      MIL-B-117, Type I, Class H, Style 2, heavy duty, waterproof,  

         electrostatic protective, electrostatic shielding.

 WD      Plastic containers constructed of rigid transparent material 

         and, if applicable, resistant to lubricant or preservative 

         being used.  Containers too small for adequate marking shall be 

         overpackaged in envelopes for identification marking purposes.

 WM      PPP-T-495, mailing tubes.

 WY      Warner-Robins Air Logistics Center Dwg. Nos. 11214-5002-100; 

         11214-5002-200; 11214-5002-300; and 11214-5002-400 for shipping 

         and storage of avionics instruments.
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 XX      See method of preservation code for this requirement.

 ZZ      Special Requirement - See specific instructions or drawings 

         provided.
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