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                             APPENDIX B-524





        S/D/T/P TYPE NUMBER MAINTENANCE TRANSACTION:  DIC YQT



1.  DLA Form 734, Procurement Technical Data File Establishment Transcript, is used to establish, change or delete the S/D/T/P Type Number in the S/D/T/P record of the CTDF.  



2.  The following fields of the input document apply to DIC YQT:  



FIELD                         POSITION

LEGEND                  DRN   NUMBER(S)     EXPLANATION/INSTRUCTIONS



Document Identifier     3920   1-3          Preprinted YQT.  

Code (DIC) 



Assigned Federal        3990   4-7          Enter the FSC relating to 

Supply Class (FSC)                          the proposed input.  



National Item           4000   8-16         Enter the NIIN assigned to

Identification Number                       the item.

(NIIN)

       or 

Procurement Group Code         4-16         Enter eight leading zeros, 

                                            pos. 4-11 and applicable PGC 

                                            (see appendix A-68) in pos. 

                                            12-16.  



Not Used                      17-19         Leave blank.  



S/D/T/P Number                20-49         Insert the applicable 

                                            specification, drawing

                                            standard, or publication 

                                            number.  



S/D/T/P Code                  50            Insert the code which 

                                            indicates the type of data.  

                                            (See appendix A-55).



Type Number                   51-77           a.  Insert the data appli�

                                            cable to the specification 

                                            number, such as the type, 

                                            style, class, and condition 

                                            modifiers, or 



                                              b.  Insert the data appli�

                                            cable to the drawing number, 

                                            such as, the piece number. 



�FIELD                         POSITION

LEGEND                  DRN   NUMBER(S)     EXPLANATION/INSTRUCTIONS



                                              c.  Insert the data appli�

                                            cable to the standard, such 

                                            as, the MS Part Number, AN 

                                            Part Number, or NAS Part 

                                            Number, etc., or 



                                              d.  Insert  an  X  in 

                                            position 51 only when Type 

                                            Number is being deleted. 

                                            The Computer will delete all 

                                            data recorded in this field.  



Source Code                   78-80         Insert the 3-position code 

                                            which identifies the origin�

                                            ator of the transaction.  

                                            (Same as Output Routing 

                                            Code.  See appendix A-49.) 



NOTE:  For Shelf-Life enter, in the Type Number Field, the appropriate Type of Duration Phrase from the chart shown on attachment 1.  



�                             ATTACHMENT 1 TO APPENDIX B-524





(1)            TYPE I                        (1)      TYPE II 



________________________________________________________________________



   TYPE I SHELF-LIFE        6 MOS        TYPE II SHELF-LIFE      6 MOS

   TYPE I SHELF-LIFE        9 MOS        TYPE II SHELF-LIFE      9 MOS

   TYPE I SHELF-LIFE       12 MOS        TYPE II SHELF-LIFE     12 MOS

   TYPE I SHELF-LIFE       18 MOS        TYPE II SHELF-LIFE     18 MOS

   TYPE I SHELF-LIFE       24 MOS        TYPE II SHELF-LIFE     24 MOS

   TYPE I SHELF-LIFE       36 MOS        TYPE II SHELF-LIFE     36 MOS

   TYPE I SHELF-LIFE       48 MOS        TYPE II SHELF-LIFE     48 MOS

   TYPE I SHELF-LIFE       60 MOS        TYPE II SHELF-LIFE     60 MOS

   TYPE I SHELF-LIFE       72 MOS        TYPE II SHELF-LIFE     72 MOS

   TYPE I SHELF-LIFE       87 MOS        TYPE II SHELF-LIFE     87 MOS

   TYPE I SHELF-LIFE       96 MOS        TYPE II SHELF-LIFE     96 MOS

   TYPE I SHELF-LIFE      108 MOS        TYPE II SHELF-LIFE    108 MOS

   TYPE I SHELF-LIFE      120 MOS        TYPE II SHELF-LIFE    120 MOS



________________________________________________________________________



NOTE:  (1)  Do not convert Roman numerals to Arabic numbers.
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