
                                                          DLAM 4745.2

                                                          VOL I, PART 2

VOLUME I   STANDARD AUTOMATED MATERIEL MANAGEMENT SYSTEM (SAMMS)

PART 2     DATA FORMATS

CHAPTER 6  ENTRY/EXIT SYSTEM FILES

SECTION 1  PROGRAM SERIES USEA

1.1  USEA010H - ENTRY OVERFLOW

  FILE SUMMARY 

  FILE NAME:                     Entry Overflow

  FILE INDEX NUMBER:             USEA010H

  PURPOSE:                       To provide a holding file for those 

                                 documents not passed to working data 

                                 sets when the working data set maximum 

                                 limit is reached.

  RECORD SIZE:                   80 Bytes - Fixed Length

  BLOCK SIZE:                    800 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

80 CHARACTER CARD IMAGE                     80 AN            1-80

SECTION 2  EXTRY/EXIT SUPPORT

2.1  USEE050A - ENTRY/EXIT EXCEPTION DATA

  FILE SUMMARY 

  FILE NAME:                     Entry/Exit Exception Data

  FILE INDEX NUMBER:             USEE050A

  PURPOSE:                       Repository for controlling exception 

                                 data from the Entry/Exit Subsystem.  

                                 The data is processed by Program UTAE01 

                                 producing nine F Reports.

  RECORD SIZE:                   120 Bytes - Fixed Length

  BLOCK SIZE:                    1200 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

TYPE CODE                                     1 AN           1

(Blank Field)                                11 AN           2-12

EXCEPTION DATA (80 CHARACTER CARD IMAGE)     70 AN          13-82

REJECT OR SPECIAL HANDLING MESSAGE           34 AN          83-116

DAY-TIME                                      4 P          117-120

  JULIAN DATE                                 2 P             (117-118)

  HOUR                                        1 P             (119)

  MINUTE                                      1 P             (120)

2.2  USEE050B - CPO PRINT EXCEPTION REPORTS

  FILE SUMMARY 

  FILE NAME:                     CPO Print Exception Reports

  FILE INDEX NUMBER:             USEE050B

  PURPOSE:                       SCM formatted reports:

                                   F-48 Financial Exception List

                                   F-50 Distribution Exception List

                                   F-52 Requirements Exception List

                                   F-53 Document Control Table List

                                   F-61 Local Activity Documents

                                   F-66 AUTODIN Output without 

                                        Communications Routing Indicator

                                   F-68 Entry/Exit Exception List

                                   F-75 Suspected Narrative or Minimized 

                                        AUTODIN   

                                   F-77 Output Cards to be Mailed

  RECORD SIZE:                   133 Bytes - Fixed Length

  BLOCK SIZE:                    1330 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

SCM FORMATTED REPORT                        133 AN           1-133

2.3  USEE100A - DCT UPDATE CARDS    

  FILE SUMMARY 

  FILE NAME:                     DCT Update Cards

  FILE INDEX NUMBER:             USEE100A

  PURPOSE:                       Update actions for Document Control 

                                 Table Update (USEE10)

  RECORD SIZE:                   80 Bytes - Fixed Length

  BLOCK SIZE:                    80 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

ZBS - Table A 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

ZBS                                           3 AN           1-3

COMMODITY                                     1 AN           4

A                                             1 AN           5

(Blank Field)                                 1 AN           6

ACTION CODE                                   1 AN           7

(Blank Field)                                 1 AN           8

DIC                                           3 AN           9-11

(Blank Field)                                 1 AN          12

WDS                                           2 AN          13-14

(Blank Field)                                 2 AN          15-16

COMM TYPE                                     1 AN          17

(Blank Field)                                 1 AN          18

COMM LOC                                      2 AN          19-20

(Blank Field)                                 1 AN          21

DIC 1                                         1 AN          22

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DIC 3                                         1 AN          23

INPUT CK                                      1 AN          24

SPEC RTN                                      2 AN          25-26

(Blank Field)                                53 AN          27-80

ZBS - Table B

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

ZBS                                           3 AN           1-3

COMMODITY                                     1 AN           4

B                                             1 AN           5

(Blank Field)                                 1 AN           6

ACTION CODE                                   1 AN           7

(Blank Field)                                 1 AN           8

DIC                                           3 AN           9-11

(Blank Field)                                 1 AN          12

WDS                                           2 AN          13-14

(Blank Field)                                 2 AN          15-16

COMM TYPE                                     1 AN          17

(Blank Field)                                 1 AN          18

COMM LOC                                      2 AN          19-20

(Blank Field)                                 1 AN          21

DIC 1                                         1 AN          22

DIC 3                                         1 AN          23

INPUT CK                                      1 AN          24

SPEC RTN                                      2 AN          25-26

(Blank Field)                                54 AN          27-80

ZBS - Table C

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

ZBS                                           3 AN           1-3

COMMODITY                                     1 AN           4

C                                             1 AN           5

(Blank Field)                                 1 AN           6

ACTION CODE                                   1 AN           7

(Blank Field)                                 1 AN           8

DIC                                           3 AN           9-11

(Blank Field)                                 1 AN          12

WDS                                           2 AN          13-14

(Blank Field)                                 2 AN          15-16

TYPE COMM                                     1 AN          17

(Blank Field)                                 1 AN          18

COMM LOC                                      2 AN          19-20

(Blank Field)                                 4 AN          21-24

SPEC RTN                                      2 AN          25-26

(Blank Field)                                54 AN          27-80

ZBS - Table D

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

ZBS                                           3 AN           1-3

COMMODITY                                     1 AN           4

Table D                                       1 AN           5

(Blank Field)                                 1 AN           6

ACTION CODE                                   1 AN           7

(Blank Field)                                 1 AN           8

CTR                                           3 AN           9-11

(Blank Field)                                 1 AN          12

MAX                                           7 AN          13-19

(Blank Field)                                61 AN          20-80

ZBT

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

ZBT                                           3 AN           1-3

COMMODITY                                     1 AN           4

(Blank Field)                                 2 AN           5-6

ACTION CODE                                   1 AN           7

(Blank Field)                                 1 AN           8

DIC                                           3 AN           9-11

(Blank Field)                                 1 AN          12

ADDR CK                                       1 AN          13

(Blank Field)                                 1 AN          14

COMM PREC                                     1 AN          15

(Blank Field)                                 1 AN          16

CIC                                           4 AN          17-20

(Blank Field)                                 1 AN          21

SPEC RTN                                      2 AN          22-23

(Blank Field)                                 1 AN          24

CTR                                           2 AN          25-26

(Blank Field)                                 1 AN          27

MINIMIZE                                      1 AN          28

(Blank Field)                                52 AN          29-80

2.4  USEE100B - TEMPORARY EXCEPTION WORKING DATA SET (WDS)

  FILE SUMMARY 

  FILE NAME:                     Temporary Exception Working Data Set 

                                 (WDS)

  FILE INDEX NUMBER:             USEE100B

  PURPOSE:                       To accumulate rejects for processing 

                                 after table update is completed.

  RECORD SIZE:                   133 Bytes - Fixed Length

  BLOCK SIZE:                    1330 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

EXCEPTION DATA IN PRINT IMAGE               133 AN           1-133

2.5  USEE100C - SPOOL UPDATED DOCUMENT CONTROL TABLES (DCT) AND REJECTS

  FILE SUMMARY 

  FILE NAME:                     SPOOL Updated Document Control Tables 

                                 (DCT) and Rejects

  FILE INDEX NUMBER:             USEE100C

  PURPOSE:                       To provide a listing of the DCT rejects 

                                 and updated tables.

  RECORD SIZE:                   133 Bytes - Fixed Length

  BLOCK SIZE:                    1330 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      Table with Rejects Last

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

CARRIAGE                                      1 AN           1

(Blank Field)                                10 AN           2-11

DIC                                           3 AN          12-14

(Blank Field)                                 4 AN          15-18

WDS                                           2 AN          19-20

(Blank Field)                                 5 AN          21-25

ADDR                                          1 AN          26

(Blank Field)                                 5 AN          27-31

DIC 1                                         1 AN          32

(Blank Field)                                 5 AN          33-37

DIC 3                                         1 AN          38

(Blank Field)                                 5 AN          39-43

INP                                           1 AN          44

(Blank Field)                                 5 AN          45-49

RTN                                           1 AN          50

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

(Blank Field)                                43 AN          51-93

ACTION MESSAGE                               24 AN          94-117

(Blank Field)                               16 AN          118-133

Working Data Set Size Table 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

CARRIAGE                                      1 AN           1

(Blank Field)                                10 AN           2-11

WDS                                           3 AN          12-14

(Blank Field)                                 4 AN          15-18

MAXIMUM                                       7 AN          19-25

(Blank Field)                                25 AN          26-50

(Blank Field)                                43 AN          51-93

ACTION MESSAGES                              24 AN          94-117

(Blank Field)                                16 AN         118-133

Exit Table 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

CARRIAGE                                      1 AN           1

(Blank Field)                                10 AN           2-11

DIC                                           3 AN          12-14

(Blank Field)                                 5 AN          15-19

ADDR                                          1 AN          20

(Blank Field)                                 5 AN          21-25

PREC                                          1 AN          26

(Blank Field)                                 4 AN          27-30

CIC                                           3 AN          31-33

(Blank Field)                                 4 AN          34-37

RTN                                           1 AN          38

(Blank Field)                                 5 AN          39-43

CAT                                           2 AN          44-45

MIN                                           6 AN          46-51

(Blank Field)                                42 AN          52-93

ACTION MESSAGE                               24 AN          94-117

(Blank Field)                                16 AN         118-133

Table Update Rejects 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

CARRIAGE                                      1 AN           1

EXCEPTION RECORD                             80 AN           2-81

(Blank Field)                                12 AN          82-93

EXCEPTION MESSAGE                            24 AN          94-117

(Blank Field)                                16 AN         118-133

SECTION 3  ENTRY PROCESS

3.1  USEN100G - ENTRY BACKUP

  FILE SUMMARY 

  FILE NAME:                     Entry Backup

  FILE INDEX NUMBER:             USEN100G

  PURPOSE:                       To provide backup of all data passed to 

                                 functional working data sets by Entry.  

                                 Should any functional program be unable 

                                 to read its input data from Entry, the 

                                 WDS can be rebuilt by rerunning Entry 

                                 under the proper conditions.

  RECORD SIZE:                   80 Bytes - Fixed Length

  BLOCK SIZE:                    800 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

80 CHARACTER CARD IMAGE                     80 AN            1-80

SECTION 4  EXIT PROCESS

4.1  USEX100B - TEMPORARY WDS FOR HIGH PRIORITY MATERIAL RELEASE ORDER 

                DOCUMENTS

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for High Priority A5  

                                 documents.

  FILE INDEX NUMBER:             USEX100B

  PURPOSE:                       To segregate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File.

  RECORD SIZE:                   80 Bytes - Fixed Length

  BLOCK SIZE:                    800 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80

4.2  USEX100C - TEMPORARY WDS FOR LOW PRIORITY MATERIAL RELEASE ORDER 

                DOCUMENTS

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for Low Priority A5  

                                 documents.

  FILE INDEX NUMBER:             USEX100C

  PURPOSE:                       To segregate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File.

  RECORD SIZE:                   80 Bytes

  BLOCK SIZE:                    800 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                   80 AN          1-80

4.3  USEX100D - TEMPORARY WDS FOR HIGH PRIORITY MILSTRIP ACTION 

                DOCUMENTS 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for High Priority A0 , 

                                 A3 , A4 , and AC  Documents

  FILE INDEX NUMBER:             USEX100D 

  PURPOSE:                       To segregate data by type and 

                                 precedence at the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File. 

  RECORD SIZE:                   80 Bytes  - Fixed Length 

  BLOCK SIZE:                    800 Bytes 

  ACCESS METHOD:                 Serial 

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80

4.4  USEX100E - TEMPORARY WDS FOR LOW PRIORITY MILSTRIP ACTION DOCUMENTS 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for Low Priority A0 , 

                                 A3 , A4 , and AC  Documents.

  FILE INDEX NUMBER:             USEX100E

  PURPOSE:                       To segregate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File. 

  RECORD SIZE:                   80 Bytes - Fixed Length 

  BLOCK SIZE:                    800 Bytes 

  ACCESS METHOD:                 Serial 

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A 

  FILE RECORD LAYOUT  

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80

4.5  USEX100F - TEMPORARY WDS FOR HIGH PRIORITY OTHER MILSTRIP DOCUMENTS 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for High Priority 

                                 MILSTRIP Documents  other than  A0 , 

                                 A3 ,  A4 , A5 , and AC . 

  FILE INDEX NUMBER:             USEX100F

  PURPOSE:                       To segregate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File. 

  RECORD SIZE:                   80 Bytes - Fixed Length 

  BLOCK SIZE:                    800 Bytes 

  ACCESS METHOD:                 Serial 

  SEQUENCE:                      N/A 

  SUPPLEMENTAL DESCRIPTION:      N/A 

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80

4.6  USEX100G - TEMPORARY WDS FOR LOW PRIORITY OTHER MILSTRIP DOCUMENTS 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for Low Priority MILSTRIP 

                                 Documents  other than A0 , A3 ,  A4 , 

                                 A5 , and AC .

  FILE INDEX NUMBER:             USEX100G

  PURPOSE:                       To segragate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File. 

  RECORD SIZE:                   80 Bytes - Fixed Length 

  BLOCK SIZE:                    800 Bytes 

  ACCESS METHOD:                 Serial 

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80 

4.7  USEX100L - CPO PRINT EXIT DATA

  FILE SUMMARY 

  FILE NAME:                    CPO Print Exit Data

  FILE INDEX NUMBER:            USEX100L

  PURPOSE:                      SCM Formatted Report:

                                  Address Labels

  RECORD SIZE:                  133 Bytes - Fixed Length

  BLOCK SIZE:                   1330 Bytes

  ACCESS METHOD:                Serial

  SEQUENCE:                     N/A

  SUPPLEMENTAL DESCRIPTION:     N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

SCM FORMATTED REPORT                        133 AN           1-133

4.8  USEX100N - SOURCE OF SUPPLY UPDATE DATA

  FILE SUMMARY 

  FILE NAME:                     Source of Supply Update Data

  FILE INDEX NUMBER:             USEX100N

  PURPOSE:                       Temporary storage for Source of Supply 

                                 Update Records.  This data set is held 

                                 until Exit has completed processing to 

                                 7-track data set USEXTOUT.  Data is 

                                 then transferred from USEX100N to 

                                 7-track data set USEX200C.

  RECORD SIZE:                   80 Bytes - Fixed Length

  BLOCK SIZE:                    1600 Bytes

  ACCESS METHOD:                 Serial

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      USEX200C

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

CHARACTER CARD IMAGE                         80 AN           1-80

4.9  USEX100P - TEMPORARY WDS FOR TECHNICAL DATA 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for Technical Data  

  FILE INDEX NUMBER:             USEX100P

  PURPOSE:                       To store the package lengths, in bytes, 

                                 of technical data.  The file will be 

                                 used to guide AUTODIN message length 

                                 since packages must be complete within 

                                 an AUTODIN message. 

  RECORD SIZE:                   20 Bytes - Fixed Length 

  BLOCK SIZE:                    1000 Bytes 

  ACCESS METHOD:                 Serial 

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

PACKAGE LENGTH                                4 AN           1-4 

PACKAGE ID                                    3 AN           5-7 

(Blank Field)                                13 AN           8-20

4.10  USEX100S - TEMPORARY WDS FOR NON-MILSTRIP DAAS DATA EXEMPT FROM 

                 MINIMIZE 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for MINIMIZE Exempt DAAS 

                                 Data 

  FILE INDEX NUMBER:             USEX100S

  PURPOSE:                       To segregate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File. 

  RECORD SIZE:                   80 Bytes - Fixed Length 

  BLOCK SIZE:                    800 Bytes 

  ACCESS METHOD:                 Serial 

  SEQUENCE:                      N/A

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80 

4.11  USEX100T - TEMPORARY WDS FOR NON-MILSTRIP DAAS DOCUMENTS SUBJECT 

                 TO MINIMIZE 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for MINIMIZE Eligible 

                                 DAAS Data 

  FILE INDEX NUMBER:             USEX100T

  PURPOSE:                       To segregate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File. 

  RECORD SIZE:                   80 Bytes - Fixed Length 

  BLOCK SIZE:                    800 Bytes 

  ACCESS METHOD:                 Serial 

  SEQUENCE:                       N/A 

  SUPPLEMENTAL DESCRIPTION:       N/A 

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80 

4.12  USEX100W - TEMPORARY WDS FOR AN  DOCUMENTS 

  FILE SUMMARY 

  FILE NAME:                     Temporary WDS for AN  Documents 

  FILE INDEX NUMBER:             USEX100W

  PURPOSE:                       To segregate data by type and 

                                 precedence.  At the end of the input 

                                 procedure, the data is formatted and 

                                 written to the AUTODIN File.

  RECORD SIZE:                   80 Bytes - Fixed Length 

  BLOCK SIZE:                    800 Bytes 

  ACCESS METHOD:                 Serial Bytes 

  SEQUENCE:                      N/A 

  SUPPLEMENTAL DESCRIPTION:      N/A

  FILE RECORD LAYOUT 

                                            FIELD         POSITION

DATA ELEMENT                                DEFINITION    IN RECORD 

DATA RECORD                                  80 AN           1-80 
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