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DLA ANNUAL SAFETY AND OCCUPATIONAL HEALTH (SOH)
INDUSTRIAL WORKPLACE INSPECTION CHECKLIST
For use by SOH Professionals - i.e., 0018, 0019, 0690, etc. (read Instructions before completing this form)
Prescribed by: DLAI 6055.01
Sponsor:  DM
INSTRUCTIONS
1.         DLA SOH personnel will conduct annual (or more often if required based on site hazards) SOH inspections using this checklist.  This checklist is not all-inclusive.  Add additional items/sections to the end of the checklist based on the workplace inspected.
2.         Coordinate the inspection with the appropriate workplace supervisor.  If conducting the inspection on behalf of another DLA organization, coordinate with the appropriate Major Subordinate Command (MSC).
3.         Employees may also participate in the inspection enhancing their safety knowledge and providing the opportunity to share safety concerns. 
4.         Review the previous year's inspection results, periodic supervisor periodic safety inspection results, ESAMS records to verify deficiencies were completed, Job Hazard Analysis for the work area, and industrial hygiene reports.
5.         Follow guidance in the Master Labor Agreement to invite local union representatives to participate in the inspection.
6.         Based on the review, remove the sections of the checklist that are not applicable to the workspace.
7.         Complete the checklist by marking “Yes” or “No” for each checklist item.
8.         SOH personnel will issue an ESAMS deficiency notices each item marked “No” on the checklist and for any unsafe conditions or hazards identified during the SOH inspection.  Issue ESAMS deficiency notices immediately to address hazards immediately dangerous to life and health.  Add the Item # as the first entry in the Violation Description Block on the ESAMS Deficiency notice.
                  Example: SP-3 Did not post the Agency and site SOH policy and mission statement(s) in the workplace.
9.         Attach the completed annual SOH inspection checklist in ESAMS for each workplace inspected.
Check boxes that are mandatory for this inspection cannot be "de-selected."  Sections not included in this inspection, de-select those check boxes.
Required Safety and Occupational Health (SOH) System, Postings and Document Review (Mandatory Section)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
SP-1
Is a copy of the Agency SOH program (DLAI 6055.01) and the current DLA SOH Goals easily available to employees in the workplace?   
29 CFR 1960.12(b)
SP-2
Are site-specific written SOH programs covering all co-located DLA activities easily accessible to employees in the workplace?   
DLAI 6055.01 E3 5.a., DODI 6055.1 E3 3.c(2)(a)-(b)
SP-3
Are the Agency and site SOH policy and mission statement(s) current and easily accessible to employees in the workplace?  
DoDI 6055.01 E3 3.c.(2)(a)-(b), DLAI 6055.01 E2 5.g., 29 CFR 1960.12(b)
SP-4
Are site safety goals and objectives up to date and
easily accessible to employees?   
29 CFR 1960.6(b)(4), DoDI 6055.1 E3 3.c.(2)(a)-(b), DLAI 6055.01 E2 5.g.
SP-5
Is a current copy of the OSHA Federal Agency OSH Protection for Employees (formerly DD Form 2272), posted in the workplace easily accessible to employees?   
29 CFR 1960.12(c), DoDI 6055.1 E3 3c.(2)(a)
SP-6
Is a copy of Section 19 of the OSH Act of 1970 Federal Agency Safety Programs and Responsibilities posted in the workplace easily accessible to employees?
29 CFR 1960.12(c), DoDI 6055.1 E3 3c.(2)(a)
SP-7
Is a copy of the Executive Order 12196, Presidential Document, OSH Programs for Federal Employees posted in the workplace easily accessible to employees?
29 CFR 1960.12(c), DoDI 6055.1 E3 3c.(2)(a)
SP-8
Is the DLA Form 1404 (Near Miss/Hazard Report) easily accessible to employees in the workplace?
29 CFR 1960.28(c), DoDI 6055.01 E3 8.b.(1)
SP-9
Is there an updated emergency telephone number list easily accessible to employees in the workplace?  
29 CFR 1910.165(b)(4)
SP-10
An annual (or more often if required based on site hazards) safety inspection is completed and final reports to include hazards identified are available in the workplace and accessible to employees?
29 CFR 1960.25(c), DoDI 6055.01 E3 3.c.(2)(b)
SP-11
Is documentation available to show industrial hygiene survey results are reviewed with employees and the reports are posted in the workplace easily accessible to employees?
DoDI 6055.01 E3 3.c(2)(b), DLAI 6055.10 E2 1.d.(3)
SP-12
Is the OSHA Form 300A posted in the workplace from 1 February to 30 April?  
29 CFR 1904.32(a)(5)
SP-13
Is documentation available to show the date local SOH personnel reviewed site SOH programs each year and the updates completed as needed?
DLAI 6055.01 E2 6.w.
SP-14
Are Job Hazard Analyses (JHAs) DLA Form 7001 developed for all tasks with hazards for all DLA organizations on site and readily available in the workplace to affected employees?
DoDI 6055.05 E3.1(2), 1.b(1) and 1.c(1), DLAI 6055.01 E2 7.c. and E3 9.a.
SP-15
Is documentation available to show the date and names of employees that reviewed workplace JHAs and documented updates as needed?  (reviews occur annually or after a mishap or near miss)
DLAI 6055.01 E3.9.e.
SP-16
Are emergency evacuation plans posted throughout the facility, do they include “You Are Here” designations, and are the plans color coded according to different emergency plans (fire, severe weather, tornado, etc.)?
29 CFR 1910.38(a)-(c)
SP-17
Are emergency lighting systems function tested monthly for not less than 30 seconds and results documented?
29 CFR 1910.165(d)(1), NFPA 101 7.9.3.1.1(1), NFPA 101 7.9.3.1.1(5)
SP-18
If the emergency lighting system is battery powered, does functional testing occur annually for a minimum of 1 ½ hours with the results documented?
29 CFR 1910.165(d)(1), NFPA 101 7.9.3.1.1(1), NFPA 101 7.9.3.1.1(5)
SP-19
Is emergency lighting visually inspected and results documented? (damaged bulbs, bulbs pointing in the wrong direction, etc.)
29 CFR 1910.165(d)(1), NFPA 101 7.9.3.1.1(5)
SP-20
Do the heating and air ventilation systems undergo routine maintenance, air flow rate tests and filter changes and are results documented?
29 CFR 1960.9 5
SOH Record Keeping (Mandatory Section)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
SPK-1
Are workplace supervisors documenting mishaps in Enterprise Safety Application Management System (ESAMS) within one work day of being notified a mishap occurred?
DODI 6055.07 E4.3.b.(8), DLAI 6055.01 E2.7.e., DLAI 6055.07 E2.5.f.
SPK-2
Are workplace supervisors providing required information showing the supervisor investigation results and corrective actions taken when initially documenting the mishap in ESAMS?
DODI 6055.07 E4.3.b.(8), DLAI 6055.07 E2.5.f.
SPK-3
Are workplace supervisors responding to ESAMS deficiency notices from inspections, Industrial Hygiene surveys, near miss and mishap investigations documenting required actions taken on the deficiency notice in ESAMS each week? 
(e.g., document that employees were briefed on the hazard(s) and corrective actions taken, document actions taken (work order, interim controls put in place, etc.)
DLAI 6055.01 E2.7.j., DLAI 6055.07 E2.5.l., DLAI 6055.08 E2.4l.
SPK-4
Are workplace supervisors documenting a response on the ESAMS deficiency notice in ESAMS within required time lines?
DLAI 6055.08 E2.4.j. and 4.k.
SPK-5
Are designated safety personnel providing workplace supervisors the ESAMS deficiency report (abatement log) for hazards not corrected with 30 days and a summary report of unsafe unhealthful concerns each month?
DLAI 6055.08 E3.3.b.(16)
SPK-6
Is a signed document or site abatement log available to show Commanders and Directors are provided an update on mishaps and the site hazard abatement log on a quarterly basis?
DLAI 6055.08 E3.3.a.(5)
SPK-7
Is the site servicing Industrial Hygienist (IH) executing an Industrial Hygiene Implementation Plan (IHIP) or the Defense Occupational and Environmental Health Readiness System (DOEHRS) Master Schedule for the site?
DLAM 6055.10 E2.1.b.(1)
SPK-8
Is documentation available to verify designated SOH personnel notify the workplace supervisor of affected employees in writing no more than 5 working days after the receipt of the results of any personal monitoring performed?
DLAM 6055.10 E2.1.c.(1)
SPK-9
Is documentation available to show the workplace supervisor contacts designated SOH personnel when workplace operations change, before purchase of new materials, processes or procedures are changed, or engineering controls are modified or added?
DLAM 6055.10 E2.1.d.(1)
SPK-10
Did employee interviews conducted during the annual inspection reveal that employees are knowledgeable about:
1) Site SOH programs
2) Methods to report hazards (to include anonymous reporting)
3) Self-safety inspection results
4) OSHA Rights and Responsibilities
5) Annual inspection results
6) Occupational health medical surveillance results
7) Air sampling and personal noise dosimetry results 
8) Industrial hygiene and Ergonomic survey results
DODI 6055.01 E3.3.c.(2)(a)-(c), DLAI 6055.01 E2.7.k., 7l and 7.n., DLAM 6055.10 E.2.1.e.(3)
SPK-11
Is documentation available to verify the site servicing licensed Physician and servicing occupational health clinic are notifying supervisors and personnel of appointments for annual occupational health medical surveillance?
DLAM 6055.10 E2.1.f.(1)
Medical Services and First Aid
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MFSA-1
Are personnel aware of the procedures for obtaining medical services and first aid?
29 CFR 1960.9, 29 CFR 1910.151(a)
Housekeeping
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HK-1
Are appliances (refrigerator, microwave, etc.) used only in approved break rooms maintained in a clean and sanitary manner? (free from food splatters, spoiled food, dirt, mold, etc.)?
DLAM 6055.06 Vol 1 E3 Chp 4 2.d.
29 CFR 1910.22(a)(1)
HK-2
Are water coolers authorized, clean and sanitized?
29 CFR 1960.09
HK-3
Are restrooms clean and in sanitary condition with hot and cold, or tepid running water, soap and hand towels that are not shared? 
29 CFR 1910.141(d)(2)(i)-(iv)
HK-4
Are walking/working surfaces maintained in a clean and sanitary manner (free from trash, piles of dirt, garbage, etc.)?
29 CFR 1910.22(a)(1); 29 CFR 1910.141(a)(3)
HK-5
Are there puddles or spills (solid or liquid) on the walking or working surfaces in the work area? 
29 CFR 1910.22(a)(1)-(2)
HK-6
Is a continuing and effective extermination program established with periodic extermination actions documented in work areas where rodents, insects or other vermin are present?  
29 CFR 1910.141(a)(5)
HK-7
Are indoor workplaces constructed and maintained, as far as reasonably practicable, to prevent the entrance or harborage of rodents, insects, and other vermin? 
29 CFR 1910.141(a)(5)
Food Consumption and Storage
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FDCS-1
Is food or other items intended for human consumption stored in refrigerators, cabinets or other storage spaces separate from hazardous materials? 29 CFR 1910.141(g)(2) and (g)(4), 29 CFR 1960.9
FDCS-2
Are employees prohibited from consuming food and beverages in industrial work areas, a toilet room or in any area an employee may be exposed to a toxic material? 
29 CFR 1960.9
29 CFR 1910.141(g)(2) and (g)(4)
Walking Working Surfaces
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
WWS-1
Are floors, aisles, and passageways clean and dry?
29 CFR 1910.22(b)(1)
WWS-2
Does aisle space (independent of working and storage space) provide sufficient width to permit the free movement of employees bringing and removing material?  
29 CFR 1960.9
WWS-3
Are equipment and pedestrian aisles and passage ways clearly marked?
29 CFR 1910.22(c), 29 CFR 1960.9
WWS-4
Are all hatchways, wall, and floor openings guarded or covered?
29 CFR 1910.28(b)(1) and (b)(3)
WWS-5
Are stair treads non-slip and in good repair?
29 CFR 1910.22(d)(1)
WWS-6
Are walkways, stairways, and aisle ways free of obstructions?
29 CFR 1960.8(a), 29 CFR 1910.22(a)(3)
WWS-7
Are drawers and cabinets placed so they do not open into walkways, stairways, and aisle ways creating strike or trip hazards?
29 CFR 1910.22(a)(3)
WWS-8
Are carpets secured to the floor and not worn or frayed?
29 CFR 1960.9, 29 CFR 1910.22(a)(3)
WWS-9
Are floor mats flat on the floor (no curling) and free from damages that create slip, trip and fall hazards?
29 CFR 1910.22(a)(3)
WWS-10
Are ladder access guards in place to keep unauthorized personnel from climbing on or having access to ladders and gaining access to restricted or unsafe areas? (roof top ladders, etc.)
29 CFR 1960.8 and 9
WWS-11
Ladders of more than 20 feet to a maximum unbroken length of 30 feet have cage or wells.
29 CFR 1910.29(g) Fig D-14
Elevated Walking Surfaces (including mezzanines)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
EWS-1
Are signs posted identifying the elevated surface load capacity?
29 CFR 1960.8(a), 29 CFR 1910.22(b)
EWS-2
Are all open sided floors or platforms more than 4 feet above an adjacent floor or ground have protection to prevent employees from falling (i.e. guardrail, safety net, fall protection) or is the area restricted to authorized employees only?
29 CFR 1910.28(b)(1)
Ladder Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
LS-1
Are ladders inspected and results documented before initial use in each work shift, or more frequently as necessary, to identify visible defects that could cause employee injury? 
29 CFR 1910.23(b)(9)
LS-2
Are manufacturer’s labels and warnings present and visible on the ladder?
29 CFR 1910.145(c)(2)(i) and (c)(3)
LS-3
Ladders are maintained in good condition (no visible damage like punctures, bent legs, rust, non-slip safety feet missing, etc.) with damaged ladders immediately removed from service and tagged “Dangerous:  Do Not use” or similar language until repaired? 
29 CFR 1910.23(b)(7) and (b)(10)
LS-4
Are appropriate ladders available for the tasks completed at this location (stepladders for low areas, non-metal ladders near electricity, tall ladders for high areas, etc.)?
29 CFR 1910.23(b)(8) 
LS-5
Are employees using the appropriate ladder and not exceeding the maximum load rating of the ladder when performing tasks? (take into account weight of equipment and tools- look for posted weight limit)
29 CFR 1960.8(a), 29 CFR 1910.23(c)(3)
Ergonomics
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
ERG-1
Are ergonomic assessment results easily accessible to employees in the workplace, documented in ESAMS and DOEHRS IH with follow up actions completed or in progress?
29 CFR 1960.9
ERG-2
Are all pieces of furniture (desk, chairs, workstations, etc.) adjustable, positioned, and/or arranged to minimize strain on all parts of the body?
29 CFR 1960.9
ERG-3
Are employees able to perform tasks without overly twisting or bending the lower back and without overexerting or stressing other body parts?
29 CFR 1960.9
Hazard Communications
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HZCM-1
Is the chemical inventory list current and maintained in the workplace with the chemicals? (chemical storage locker, flammable locker, etc.)?
29 CFR 1910.1200(e)(1)(i)
HZCM-2
Is documentation available verifying employees receive training on hazardous chemicals in their work area at the time of their initial assignment and prior to introducing a new chemical into the work area?  
29 CFR 1910.1200(h)(1)
HZCM-3
Are SDSs available to employees for all chemicals in the workplace during the full length of each work shift?  
29 CFR 1910.1200(b)(4)(ii) and (g)(8)
HZCM-4
Are materials that contain nanomaterial properly labeled to alert others to the presence of a substance of known or uncertain toxicity? 
29 CFR 1960.8 and 29 CFR 1960.1200(a)(1) 
HZCM-5
Are employees provided with information and training to the extent necessary to protect them in the event of a spill or leak of a hazardous chemical from a sealed container?                                                                        29 CFR 1910.1200(b)(4)(iii)
HZCM-6
Does Hazard Communication training cover these following items at a minimum? 
-         The methods and observations that may be used to detect the presence or release of a hazardous chemical in the work area per 1910.1200(h)(3)(i).
-         The physical, health, simple asphyxiation, combustible dust, and pyrophoric gas hazards, as well as hazards not otherwise classified, of the chemicals in the work area per 1910.1200(h)(3)(ii).
-         The measures employees can take to protect themselves from these hazards per 1910.1200(h)(3)(iii). 
-         The details of the Hazard Communication Program, including an explanation of the labels received on shipped containers and the workplace labeling system; the SDS, including the order of information and how employees can obtain and use the appropriate hazard information per 1910.1200(h)(3)(iv).  
29 CFR 1910.1200(h)(3)
HZCM-7
Is each original container of hazardous chemicals labeled, tagged, or marked with:
-         Product Identifier
-         Signal Word
-         Hazard Statement(s)
-         Pictogram(s)
Precautionary Statement(s)
-         Name, address, and telephone number of the chemical manufacturer, importer, or other responsible party?
29 CFR 1910.1200(f)(1)(i)-(v) and f(6)
HZCM-8
Do chemicals in sealed containers have a label that is not damaged?
29 CFR 1910.1200(b)(4)(i)
HZCM-9
Is each employee informed of pipe labeling system and the system effectively identifies the chemical(s) and hazards in the piping system? (This includes steam, and natural gas pipes.)   
29 CFR 1910.1200(h)(2)(ii)
HZCM-10
Is there an inventory identifying nanomaterials?
29 CFR 1960.8 and 29 CFR 1960.1200(a)(1) 7
Hazardous Waste
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HZW-1
Is documentation available showing hazmat and hazwaste containers are checked for leaks at least weekly?
EPA 40 CFR 264/265.174
HZW-2
Are containers used to store hazardous waste kept closed?
29 CFR 1910.120(d)(3)
HZW-3
Are containers used to store hazardous waste clean and well maintained?
29 CFR 1910.120(d)(3)
HZW-4
Is hazardous waste properly segregated?
29 CFR 1910.120(d)(3)
HZW-5
Is emergency equipment (e.g., fire extinguishers, eyewash unit, deluge shower stations, spill clean-up materials) available in areas with   
hazardous waste?  
29 CFR 1910.157, 29 CFR 1910.120
EPA 40 CFR 112
HZW-6
Does the location that stores hazardous materials or the location identified as a Transfer, Storage, Disposal (TSD) facility have staff (environmental specialist, fire and rescue, or other emergency personnel) to respond to a hazardous chemical release? 
29 CFR 1910.120(a), 29 CFR 1910.120(p)(8)(i)
HZW-7
Does the workplace that stores hazardous waste have a written Hazardous Waste Program and a control plan?                                     
29 CFR 1910.120(b)(1)(i)
29 CFR 1910.120(d)(1)
Flammable and Combustible Liquids
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FLM-1
Are drums containing Category 1, 2, and 3 flammable liquids with a flashpoint below 100°F grounded and bonded while dispensing the liquid? 
(Look in area for a ground wire (from barrel to a ground) and a bonding wire (typically hanging off of the barrel to be attached to the container the liquid is being transferred to.) 
29 CFR 1910.106(e)(6)(ii)
FLM-2
Are flammable storage cabinets labeled "Flammable - Keep Fire Away"?
29 CFR 1910.106(d)(3)(ii)
FLM-3
Do flammable/combustible storage cabinets contain appropriate amounts of material in accordance with manufacturer guidance and regulatory storage requirements noted below?  
(NOTE:  Not more than 60 gallons of Class I or Class II liquids, no more than 120 gallons of Class III liquids) 
29 CFR 1910.106(d)(3)(i)
FLM-4
Metal Storage Cabinets  - flammable/combustibles  
Is the bottom, top, door and sides of the cabinet at least No 18 gage sheet iron and double walled with 1 ½ inch air space, joints tight (riveted, welded, etc.) the door have a three-point lock, and the door sill raised at least 2 inches above the bottom of the cabinet? 
29 CFR 1910.106(d)(3)(ii)
FLM-5
Are all hazardous materials labeled with their proper name and warnings?  
29 CFR 1910.1200(f)(6)
FLM-6
Are Category 1 flammable liquids with a flash point <100ºF kept in approved covered containers or cabinets when not in use?  (Original container or container with the same integrity as the original and properly labeled.)29 CFR 1910.106(e)(2)(iv)(a)
29 CFR 1910.106(d)(5)(iii) Office
FLM-7
Are combustible waste material and residues in a building kept to a minimum, stored in covered metal receptacles, and disposed of daily?                              
29 CFR 1910.106(e)(9)(iii)
FLM-8
Are buildings designated to store flammable liquids and where flammable vapor-air mixtures may exist under abnormal conditions (such as ventilation outage) classified Class 1, Division 2 Hazardous Locations?  
29 CFR 1910.106(e)(7)(i)(C)
Compressed Gas Cylinders
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
CGC-1
Are gas cylinders labeled to clearly identify the contents?
29 CFR 1910.101(b)
CGC-2
Are compressed gas cylinders stored in a well-ventilated area?
29 CFR 1910.101(b)
CGC-3
Are all empty gas cylinders being stored and separated from full containers?
29 CFR 1910.101(b)
CGC-4
Are all gas cylinders being stored in the up-right position using with the wall supported storage technique (supported or strapped to the wall) or the nested storage technique (a rack or cage where the cylinder is stored)?
29 CFR 1910.101(b)
CGC-5
Are gas cylinders being stored out of direct sunlight and away from sources of heat and ignition; temperatures not exceeding 125º degrees Fahrenheit?
29 CFR 1910.101(b)
CGC-6
Are gas cylinders being placed where they cannot become part of an electrical circuit?
29 CFR 1910.101(b)
CGC-7
Are gas cylinders stored in areas which are protected from external heat sources such as flames, intense radiant heat, electrical arcs, or high temperature lines?
29 CFR 1910.101(b)
CGC-8
Are gas cylinders stored in areas where they will not be damaged by passing or falling objects?
29 CFR 1910.101(b)
CGC-9
Are gas cylinders transported in a manner to prevent them from creating a hazard by tipping, falling, or rolling?
29 CFR 1910.101(b)
CGC-10
Are cylinders kept away from stairways?
29 CFR 1910.101(b)
CGC-11
Are flammable and oxidizing gases stored at least 20 ft. apart from each other?  
29 CFR 1910.101(b)
CGC-12
Are spare oxygen and acetylene tanks separated by at least 20 feet?
29 CFR 1910.102(a)
CGC-13
Are valve protectors always placed on cylinders when the cylinders are not in use or connected?
29 CFR 1910.101(b)
CGC-14
Is valve closed off before a cylinder is moved, when the cylinder is empty, and at the completion of each job?
29 CFR 1910.101(b)
CGC-15
Are cylinders and compressors equipped with a pressure relief valve and pressure gauges or nozzles regulated to 30psi?
29 CFR 1910.101(c), 29 CFR 1910.242(b)
CGC-16
Is compressed air used for cleaning purposes reduced to less than 30 psi, has effective chip guarding and personal protective equipment available for employees using the compressed air? 
29 CFR 1910.242(b)
Electrical Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
ES-1
Are ground fault circuit interrupter (GFCI) outlets used near water sources and in wet/damp work areas?  (bathroom, water fountains, kitchen, etc.)  
29 CFR 1910.304(b)(3)(i)
ES-2
At a minimum, is there a 3 ft. clearance maintained around electrical panels?
29 CFR 1910.303 (g)(1)(i) Table S-1
ES-3
Is temporary wiring used for a period not to exceed 90 days and removed immediately upon completion of the project or purpose for which the wiring was installed (short term projects, holiday decorative lighting, emergencies, remodeling, maintenance, repair of buildings, structure or equipment, etc.)?
29 CFR 1910.305(a)(2)(i)(B) and (a)(2)(ii)
ES-4
Are power strips, surge protectors, and extension cords plugged directly into the electrical outlet?
(not plugged one into the other - daisy chained)
29 CFR 1910.303(a); 29 CFR 1910.303(b)(2); 29 CFR 1910.304(b)(2)
ES-5
Are fixed or permanently mounted powered tools connected to permanent wiring?
29 CFR 1910.305(g)(1)(iv)(A)
ES-6
Are electrical tools and equipment grounded or double insulated?
29 CFR 1910.304(g)(6)(vi) Grounding
29 CFR 1910.304(g)(6)(vii)(B) Double Insulated
ES-7
Are portable and plug connected electric equipment (tools, microwave, etc.) and flexible cord sets free from external defects (parts not broken, bent, cut or deteriorated)?
29 CFR 1910.303(b)(1)
ES-8
Are flexible cords and cables run on the ground covered with approved nonconductive mats and arranged so as not to present a tripping hazard?
29 CFR 1910.306(d)(2)(vii)
ES-9
Are flexible cords and cables protected from accidental damage from sharp corners, projections, doorways or other pinch points?
29 CFR 1910.305(a)(2)(x)
ES-10
Are outlets (receptacles) of the grounding type?
29 CFR 1910.304(b)(3)(ii)(C)(4)(ii)
29 CFR 1910.305(a)(2)(vi)
ES-11
Do flexible cord plugs have a grounding pin?
29 CFR 1910.304(b)(3)(ii)(C)(4)(ii)
29 CFR 1910.305(a)(2)(vi)
ES-12
Are flexible cords and cables free of splices or taps?
29 CFR 1910.305(g)(2)(ii)
ES-13
Are energized parts of electrical circuits and equipment guarded against accidental contact by approved cabinets or enclosures (electrical boxes)?
29 CFR 1910.303(g)(2)(i)
ES-14
Are all unused openings (including conduit knockouts) in electrical cabinets, boxes and fittings closed with appropriate covers, plugs, or plates in place?
29 CFR 1910.305(b)(1)(ii)
ES-15
Are electrical enclosures such as switches, receptacles, junction boxes, etc. provided with a protective covering?
29 CFR 1910.305(b)(2) and (b)(3)(ii)
29 CFR 1910.305(c)(4)
ES-16
Are equipment, wiring methods and installation of equipment in hazardous (classified) locations intrinsically safe, approved for use in the hazardous location, or safe for the hazardous location?
29 CFR 1910.307(c)
ES-17
Are electrical boxes (or circuit breakers) legibly marked to indicate their purpose?  
29 CFR 1910.303(f)(2)
ES-18
Do electrical outlets located outdoors or in damp or wet locations have an enclosure for the receptacle that is weatherproof and capable of covering a cord and plug when in use?  
29 CFR 1910.305(j)(2)(vii)
ES-19
Are control circuit devices (circuit breakers, interlock switch, etc.) used as light switches or as an on/off switch for equipment or florescent lights marked “SWD” (switch duty)?  
29 CFR 1910.304(f)(1)(viii)
Personal Protective Equipment (PPE)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PPE-1
Is PPE stored to prevent exposure to dirt and damage? 
29 CFR 1910.132(e) and (f)(1)(v)
PPE-2
Is defective, dirty or damaged PPE removed from the workplace?
29 CFR 1910.132(e) and (f)(1)(v)
PPE-3
Is a workplace assessment conducted to determine if hazards are present or likely to be present that require the use of PPE with results documented?
29 CFR 1910.132(d)(2)
PPE-4
Do employees receive training specific to the PPE worn in the workplace to include donning, doffing, and wear of PPE, what PPE is required and when, limitations, care, maintenance, useful life and disposal of PPE with training documented?
29 CFR 1910.132(f)(1)
PPE-5
Is appropriate hand protection available and used when employee's hands are exposed to hazards such as those from skin absorption of harmful substances; severe cuts, lacerations, or severe abrasions; punctures; chemical burns; thermal burns; and harmful temperature extremes?  
29 CFR 1910.138(a)
PPE-6
Is foot protection worn in areas when there is a danger of foot injuries due to falling or rolling objects or objects piercing the sole, and where employee's feet are exposed to electrical hazards?
29 CFR 1910.132(a);  29 CFR 1910.136(a)
PPE-7
Is head protection available and used in work areas where employees are exposed to electric shock and burn hazards, impact and penetration hazards or falling object hazards?
29 CFR 1910.135(a)
PPE-8
Is electrical protective equipment (insulating blankets, matting, covers, line hose, gloves, and sleeves made of rubber) available and used in work areas where employees have occupational exposure to electrical hazards? 
29 CFR 1910.137(a)
PPE-9
Are safety glasses available and used in work areas (wood shops, machine shops, welding, torch brazing, sawing, drilling, grinding, machining, etc.) where employees are exposed to eye or face hazards from flying particles, molten metal, liquid chemicals, acids or caustic liquids, chemical gases or vapors, or potentially injurious light radiation?  
29 CFR 1910.133(a)(1)
PPE-10
Is respiratory protection specified in the site respiratory protection program available and used in work areas that expose employees to breathing air contaminated with harmful dusts, fogs, fumes, mists, gases, smokes, sprays or vapors?   (i.e. paint booth, sanding operations, etc.)
NOTE:  If unauthorized respirators are in use, notify the site servicing IH representative immediately.
29 CFR 1910.134(d)(1)(i)
PPE-11
Are employees working around moving parts (machine or wood shop areas, abrasive wheels, etc.) wearing loose clothing, long sleeves or other items that could potentially get caught in the equipment? 
29 CFR 1960.8(a)
PPE-12
Are face shield and chemical resistant gloves available and used when filling propane tanks?
29 CFR 1910.132(a); 29 CFR 1910.133(a)(1)
PPE-13
Are chemical resistant apron, chemical resistant gloves, and a full-face shield made available, stored properly and are being used in battery charging areas?
29 CFR 1910.132(a);  29 CFR 1910.133(a)(1)
PPE-14
Is PPE designed to protect against arc flash provided and used where there is possible exposure to arc flash?
29 CFR 1910.132(a); 29 CFR 1910.133(a)(1)
Respiratory Protection
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
RPP-1
Is documentation available to show employees receive mandatory information when using respirators (dust masks, etc.) when not required under the standard? 
29 CFR 1910.134(c)(2)(i) 
RPP-2
If a site Respiratory Protection Program required, is it developed and implemented?  
NOTE:  A written program is required when employees wear respirators (required or voluntary).  Exception:  Employees only use of respirators involves voluntary use of filtering face pieces -- No written program is required.
29 CFR 1910.134(c)(1) - (c)(1)(ix)
RPP-3
Do employees receive respiratory fit testing and medical evaluations as required and are results documented?
29 CFR 1910.134(m) 
RPP-4
Is documentation available to show employees enrolled in the Respiratory Protection Program receive comprehensive annual training?
29 CFR 1910.134(k) 
Fall Protection
Yes/No
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FLP-1
Are personal fall arrest systems inspected before initial use during each work shift for mildew, wear, damage, other deterioration and defective components with the results documented?
(i.e. approved body harness, lanyard, and approved anchor points)
29 CFR 1910.140(c)(18) 
FLP-2
Is documentation available to show personnel required to use personal fall arrest systems received required training?
29 CFR 1910.66(i)(1)
FLP-3
Are fall arrest systems (approved body harness, lanyard, and approved anchor points) available and used when required?  (stock picker, boom lift, other lifts/platforms, etc.). 
29 CFR 1910.132(a)
FLP-4
Are fall arrest systems inspected on a regular basis not to exceed one year (or more frequently if required by manufacturer instructions) by a competent person and results documented?
(i.e. approved body harness, lanyard, and approved anchor points)
29 CFR 1960.9, 29 CFR 1910.132(e) 
Emergency Eye Wash and Shower Stations
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
EES-1
Are plumbed eyewash and shower units activated and inspected for cleanliness, damaged or missing parts each week?
(Note: Water must be tepid and the flow is even from both spouts of the eyewash unit.  Adequate flow for eyewash stations is 3 gallons/minute and for showers 20 gallons/minute for 15 minutes).
ANSI Z358-2014, Section 4.6.2, 5.5.2, 6.5.2, 7.5.2
EES-2
Are portable eyewash units inspected for cleanliness, damaged or missing parts each week with results documented?  
ANSI Z358-2014, Section 4.6.2, 5.5.2, 6.5.2, 7.5.2
EES-3
Is documentation available to show the eyewash solution in portable eyewash units are changed before the expiration date?
ANSI Z358-2014, Section 4.6.2, 5.5.2, 6.5.2, 7.5.2
EES-4
Are eyewash units within a minimum travel distance of 10 seconds or 55 feet, with no obstructions? (no stairs, doors, or storage of items in the direct path of or blocking the eyewash unit)
29 CFR 1910. 151(c),
ANSI Z358-2014, Section 4.5.2, 5.4.2, 6.4.2, 7.4.2
EES-5
Are eyewash units located and available for immediate emergency use and operate with a single action in areas employees are exposed to injurious corrosive material?     
(i.e. maintenance shops, hazmat areas, battery storage, battery charging areas, etc.)
29 CFR 151(c); ANSI Z358-2014, Section 4.6.4, 5.5.4, 6.5.4, 7.5.4
EES-6
Are emergency eyewash and shower units identified with signage?
29 CFR 1910.145(c)(3),                        
ANSI Z358-2014, Section 4.5.3, 5.4.3, 6.4.3, 7.4.3
Fire Protection and Life Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FLS-1
Are fire walls, doors, and barriers inspected annually to ensure they are in good working order and are results documented?
29 CFR 1910.37(a)(4)
FLS-2
Are exit routes clearly marked to provide a line of sight to the exit?  (An exit sign or directional exit sign should be visible from any area in the workplace)
29 CFR 1910.37(b)(4); NFPA 101 -7.5.1.1
FLS-3
Does every identified exit lead directly outside or to a walkway, refuge area, public way, or open space with access to the outside?
29 CFR 1910.36(c)(1)
FLS-4
Are all identified exits unlocked?
29 CFR 1910.36(d)
FLS-5
Is the width of the exit route 28 inches or greater at all points and a height of 7'6” or greater, with no projections lower than 6'8'?
29 CFR 1910.36(g)(1) and (2)
FLS-6
Do doors along the means of egress (toward an exit) swing in the direction of egress and do not require a key or tool, or special knowledge to open?  
29 CFR 1910.36(d)
29 CFR 1910.36(e)
FLS-7
Are employees observed using industrial doors (i.e. rollup doors, overhead doors) as an exit? 
29 CFR 1910.36(e)
FLS-8
Are exit route doors designed so they don't become locked or so they do not trap employees inside, restricting their exit during an emergency?
29 CFR 1910.36(d); NFPA 101-2009
FLS-9
Are designated exits provided with illuminated exit signs with the word "EXIT" (lettering at least six (6) inches high and 3/4 inch wide).
29 CFR 1910.37(b)(7)
FLS-10
Is every exit sign illuminated by a reliable light source?  (internal illumination or other external source)
29 CFR 1910.37(b)(6)
FLS-11
Is each identified exit route adequately lighted so that an employee with normal vision can see along the exit route?  (0.2 foot candle  - An Industrial Hygienist can assist with verifying lighting is adequate.)
29 CFR 1910.37(b)(1), NFPA 101 7.13.4.1
FLS-12
Are doors, passageways, or stairways that can be confused as an exit marked (“Not an Exit”, Closet, etc.)?
29 CFR 1910.37(b)(5)
FLS-13
Are exit doors that that open directly into the street or other areas where traffic may be encountered provided with barriers (railings, cement ballards) and warning signs (placed on the door) to prevent employees from stepping into the path of traffic?
29 CFR 1960.8(a)
FLS-14
Do fire doors remain closed at all times or are they provided with a mechanism (i.e. fusible link) permitting the doors to automatically shut during an emergency or upon sounding of an alarm (fire or employee alarm system)? 
29 CFR 1910.36(a)(3)
FLS-15
Are fire doors marked with their rating? (rating typically marked on the door's inner edge)29 CFR 1910.36(a)(2)
FLS-16
Are fire extinguisher locations identified by a sign or other means of identification?
29 CFR 1910.157(c)(1)
FLS-17
Are fire extinguishers unobstructed (nothing stored in front of or blocking it)? 
29 CFR 1910.157(c)(1)
FLS-18
Are all portable fire extinguishers mounted with a hanger, bracket, or in a cabinet?
29 CFR 1910.157(c)(1); NFPA 10-6.1.3.8.1
FLS-19
Are portable fire extinguisher monthly visual inspection results documented and do the inspection tags include maintenance and inspection dates, date of purchase, Underwriters Laboratory (UL) approval, and initials of the inspectors?
29 CFR 1910.157(e)(1), (e)(2) and (e)(3)
FLS-20
Are portable heating devices approved by the fire prevention office, clearance of 36” from combustible material, UL or FM listed, installed with a tip over protection device, output wattage rating not exceeding the local installation policy and capable of being plugged into the intended outlet?
DLAM 6055.06 E3, Chp 4 1.j.- k.
FLS-21
Are electrical appliances and devices UL and/or FM approved and used only in approved break rooms?
DLAM 6055.06 Vol 1 E3, Chp 4 2.d.
FLS-22
Is the workplace free of open flames and other sources of ignition, such as candles and incense burners?
29 CFR 1960.9, DLAM 6055.06 V1
FLS-23
Are sprinkler heads unobstructed with at least an 18-inch vertical clearance?   
29 CFR 1910.159(c)(8)(iii); NFPA 13-2013 8.5.6.1
FLS-24
Are sprinkler heads protected against mechanical damage and free from dirt/debris deposits?  
29 CFR 1910.159(c)(8)(iii)
FLS-25
Are quarterly drain tests and annual system inspections conducted on sprinkler systems with results documented?
29 CFR 1910.159(c)(2); 29 CFR 1910.159(c)(3)
Lockout/Tagout
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
LOTO-1
Is a Lockout/Tagout Program implemented at locations where it is necessary to control energy (servicing and/or conducting maintenance on machines or equipment and an employee is required to remove or bypass a guard/safety device, employee required to place any part of the body into at the point of operation or an associated danger zone during a machine operating cycle)?
29 CFR 1910.147(a)(2)  - (a)(2)(ii)(B)
LOTO-2
Does the Lockout/Tagout Program clearly and specifically outline the scope, purpose, authorization, rules, and techniques to be utilized for the control of hazardous energy?   
29 CFR 1910.147(c)(4)(ii)
LOTO-3
For sites with a Lockout/Tagout Program:
Is documentation available to show periodic inspections are conducted by authorized employees to correct any program deviations or inadequacies identified?
29 CFR 1910.147(c)(6)(i)(A) and (B)
LOTO-4
For sites with Lockout/Tagout Programs:
Is documentation available to show authorized and affected employees received required training?
29 CFR 1910.147(c)(7)
LOTO-5
Is documentation available showing employees that are required to access breaker panels or operate electrical disconnect switches to energize or de-energize equipment are covered by an Electrical Safety Program?
NFPA 70E-2015 110.1, 29 CFR 1910.333(a)
LOTO-6
Is documentation available to show required training is completed for  personnel who perform work on exposed electrical circuits that are covered by a Lock-Out/Tagout Program or an Electrical Safety Program?            
29 CFR 1910.333(c)(2), NFPA 70E-2015 205.1
LOTO-7
Are lockout and tagout devices singularly identified, used only for controlling energy and no other purpose, durable, and standardized by color, shape or size and additionally, in the case of tagout devices, print and format?
29 CFR 1910.147(c)(5)(ii)(B)
LOTO-8
Do lockout and tagout devices indicate the identity of the employee applying the device(s)?
29 CFR 1910.147(c)(5)(ii)(D)
LOTO-9
Do tagout devices contain a legend warning against hazardous conditions if the equipment is energized?              
(Do Not Start, Do Not Open, Do Not Close, Do Not Energize, Do Not Operate)
29 CFR 1910.147(c)(5)(iii)
LOTO-10
Are tagout devices and tags constructed and printed so that exposure to conditions will not cause the tag to deteriorate or the message on the tag to become illegible?
29 CFR 1910.147(c)5(ii)(A)(2)
LOTO-11
Are lockout devices substantial enough to prevent removal without the use of excessive force or unusual techniques?
29 CFR 1910.147(c)(5)(ii)(C)(1)
LOTO-12
Did employees properly perform service or maintenance on cord and plug connected electric equipment by unplugging from the energy source (for equipment under the exclusive control of the employee)?
29 CFR 2910.147(a)(2)(iii)(A)
Material Storage (Racks - Permanent and Temporary
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MSR-1
Is material on racks piled, stacked, or racked in a manner to prevent tipping, falling, collapsing, rolling, or spreading?
29 CFR 1960.8(a), 29 CFR 1910.176(b) 
MSR-2
Is racking free of physical damage?
29 CFR 1960.9, ANSI MH 16.1
MSR-3
Are racks secured to the floor with bolts?
29 CFR 1910.176(b), ANSI MH 16.1
MSR-4
Do racks have the load limits posted?
29 CFR 1960.9, ANSI MH 16.1
MSR-5
Are protective barriers installed around the corners of the racks to prevent damage?
29 CFR 1960.9, ANSI MH 16.1
MSR-6
Are beam locking devices (pins, bolts, etc.) securely fixed on both ends of the cross beam?
29 CFR 1960.9, ANSI MH 16.1
MSR-7
Are modifications to the shelves approved by the manufacturer?
29 CFR 1960.9, ANSI MH 16.1
MSR-8
Are rack welds free of cracks and rust?
29 CFR 1960.9, ANSI MH 16.1
MSR-9
Are there adequate sprinklers in areas with solid storage shelving?  
* Where solid shelving is between 21 - 64 sq. ft. in area, sprinklers are required at the ceiling and below shelves at intermediate levels not more than 6 ft. apart vertically (NFPA 13 - 12.1.9.1).       *Where solid shelving is more than 64 sq. ft. in area OR where levels of storage exceed 6 feet in height, sprinklers are to be installed at the ceiling and below each level of shelving (NFPA 13 - 12.1.9.2).       29 CFR 1960.9
MSR-10
Are stacking frames stacked more than 4 high?
29 CFR 1960.9
MSR-11
Are the stacks of stacking frames of the same dimensions and manufactured by same company?
29 CFR 1960.9
MSR-12
Are the pallets or the material sticking out above the top rails of the stacking frames?
29 CFR 1960.9
Material Handling Equipment
Yes/NoNA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MHE-1
Hand trucks, dollies, pallet jacks, or other material and pallet lifting equipment are not bent, have low or damaged tires, or otherwise damaged.  (DO NOT USE tags placed on damaged equipment to prevent use.)
29 CFR 1960.9, 29 CFR 1910.242(a)
MHE-2
Slings and attachments in use in the workplace are free from damage (sling, hooks, rings, links)?
29 CFR 1910.184(c)(1)-(14) and (d)
Powered Industrial Trucks (PITS)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PIT-1
Are all operators trained, tested, evaluated and medically qualified to operate assigned equipment?    
29 CFR 1910.178(l)(6)
DLAI 4500.02 E2 5.(l) and 6.(c)
PIT-2
Are operators completing pre operational inspection checks at least daily or at the end of each shift when used on a round-the-clock basis and results documented?
29 CFR 1910.178(q)(7)
PIT-3
Is the forklift data plate legible and updated to reflect attachments used or modifications to the forklift? 
29 CFR 1910.178(a)(4)
PIT-4
Do powered industrial trucks have a warning horn, whistle, or other device which can be clearly heard above the normal noise where the lift truck is operated?
29 CFR 1910.178(n)(4)
PIT-5
Are seat belts being worn by all powered industrial truck operators?
29 CFR 1960.9(a)
DLAI 4500.02 E2 7.(a)
PIT-6
Are all industrial vehicle drivers driving equipment at a safe speed?
29 CFR 1910.178(n)(1) and (n)(8)
PIT-7
Do operators slow down and honk when approaching main and cross aisles?
29 CFR 1910.178(n)(4)
DLAI 4500.02 E2 7.(a)
PIT-8
Do operators look in the direction of travel as well as each side before moving the equipment?
29 CFR 1910.178(n)(6)
DLAI 4500.02 E2 7.(a)
PIT-9
Are the forks fully lowered, controls neutralized, power is shut off, and brakes set when powered industrial trucks are left unattended?
29 CFR 1910.178(m)(5)(i)
Preventative Maintenance
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PM-1
Are employees completing pre-use inspection forms for material handling equipment (golf carts, powered lift jacks, powered industrial trucks, etc.)?
29 CFR 1960.9, 29 CFR 1910.178(q)(7)
PM-2
Are the completed daily pre use inspection forms kept on the equipment (golf carts, powered lift jacks, forklifts, etc.) during the shift the equipment is used and maintained on file for three (3) months?
29 CFR 1960.9, 29 CFR 1910.178(q)(7)
PM-3
Are PM due dates documented on equipment (golf carts, powered lift jacks, powered industrial trucks, etc.) so employees can verify equipment is safe to operate?
29 CFR 1960.9, 29 CFR 1910.178(q)(7)
Motorized Vehicles (Scooters, Golf Carts, etc.)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MV-1
Are pre-use inspections completed, documented and maintained with the vehicle?
29 CFR 1960.8
MV-2
Are operators observed operating vehicles in a safe manner?  (not speeding, wearing seat belt, sounding horn before entering and exiting aisles, looking in the direction of travel, body parts (feet, arms, etc.) kept inside the vehicle when in motion).
29 CFR 1960.29, 29 CFR 1910.178(m)(4)
29 CFR 1910.178(n)(4), (n)(6), (n)(9)
Hand Tools, Portable Power Operated Tools, and Equipment
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HPT-1
Are employees using powder-actuated tools trained in their use?  
29 CFR 1960.8(a), 29 CFR 1910.243(d)(4)(xiv),
29 CFR 1926.302(e)(1)-Construction
HPT-2
Are tools free from damage? 
(broken handles, bent damaged or worn parts) 
29 CFR 1910.242(a); 1926.301(d)
HPT-3
Are powder-actuated tools stored in their own locked container when not in use?
29 CFR 1910.243(d)(4)(vi)
29 CFR 1926.302(e)(6)
HPT-4
Are tools only used for their intended purpose?
29 CFR 1960.8(a), 29 CFR 1910.242(a)
HPT-5
Do power tools have the appropriate shields, guards, or attachments as recommended by the manufacturer?
29 CFR 1910.243
29 CFR 1926.300-Construction
Loading Docks and Shipping / Receiving Areas
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
LDSR-1
Is there a requirement to use and evidence showing that employees use vehicle restraints, wheel chocks, fixed jacks or positive protection to prevent truck and rail car movement during loading or unloading with PITs? 
29 CFR 1910.178(k)(1) Truck Trailers
29 CFR 1910.178(k)(4)Rail Cars
LDSR-2
Is the dock area (i.e. gates, bumpers, etc.) in good repair?
29 CFR 1910.176(a)
29 CFR 1910.30(a)(1)
LDSR-3
Were employees observed visually verifying that vehicle brakes were set to prevent vehicle movement before performing loading or unloading tasks?
29 CFR 1910.178(k)(1)-(3)
29 CFR 1910.178(m)(7)
LDSR-4
Were employees observed visually verifying that fixed jacks were being used where necessary in order to support semitrailers while loading and unloading when the trailer is not attached to a tractor?
29 CFR 1910.178(k)(3)
29 CFR 1910.178(m)(7)
LDSR-5
Were employees observed visually verifying that floors of trucks, trailers, and railroad cars are free from breaks and weaknesses before driving material handling equipment to load and unload items from a truck, trailer or railroad car? 
29 CFR 1910.178(m)(7)
LDSR-6
Are portable dock boards inspected and results documented? 
(i.e. bridge plates, dock plates, loading ramps)
29 CFR 1910.22(d)(1)
LDSR-7
Are portable dock boards in good condition and free from damage (tires, sides, etc.)?
29 CFR 1910.22(d)(1)-(2)
LDSR-8
Were employees observed placing material or equipment on the dock board that exceeded the board's load rating?
29 CFR 1910.22(b) 
29 CFR 1910.26(a)
Machine Guarding
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MG-1
Are employees using machine guards as required by the manufacturer when using the equipment? 
(machine guards are not disabled or bypassed) 
 29 CFR 1910.212(a)(3)(ii)
MG-2
Do all machines or equipment have guards (at the points of operation, ingoing nip points, rotating parts, etc.)  in place to protect employees?  
NOTE:  Refer to the manufacturer for specific types of guards required for the equipment.   
29 CFR 1910.212(a)(2)
MG-3
Are all emergency stop buttons, stop bars, and electrical switches used for stopping machines colored red?
29 CFR 1910.144(a)(1)(iii)
MG-4
Are pulleys and belts within seven feet of the floor or working level properly guarded with no opening greater than ½ inch? 
29 CFR 1910.219(b)(1) and (c)(2)(i)
MG-5
Are machine guards for conveyor equipment secure and arranged so that they do not offer a hazard in their use?
29 CFR 1910.212(a)(2), 29 CFR 1960.9(a)
MG-6
Are fan blades protected with a guard having openings no larger than ½ inch when operating within seven feet of the floor?
29 CFR 1910.212(a)(5)
MG-7
Are battery charging areas protected by protective barriers?
29 CFR 1910.178(g)(2)
MG-8
Is the grinder work rest (where the tool is laid) adjusted to 1/8” from the wheel? 
29 CFR 1910.215(a)(4)
MG-9
Is the adjustable tongue on the topside of the grinder used and kept adjusted to within 1/4 inch of the wheel?
29 CFR 1910.215(b)(9)
MG-10
Do grinder side guards cover the spindle, nut, and flange and 65% of the wheel diameter?
29 CFR 1910.215(a)(2)
MG-11
Are the maximum revolutions per minute (RPM) rating on the abrasive wheel compatible with the RPM rating of the grinder motor? (Information is typically posted on the machine.)
29 CFR 1910.215(d)(1)
MG-12
Are pedestal and bench grinders secured in place or bolted to the floor? 
29 CFR 1910.212(b)
Battery Charging (MEH/PIT)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
BC-1
Does the facility have material for flushing and neutralizing spilled electrolyte?
29 CFR 1910.178(g)(2)
BC-2
Is battery charging apparatus (charger, cables, etc.) damaged?
29 CFR 1910.178(g)(2)
BC-3
Is the conveyor, overhead hoist, or equivalent battery material handling equipment in good working order?
29 CFR 1910.178(g)(4)
BC-4
Is required personal protective equipment (PPE) available, clean, free from damage, and stored protecting it from damage and dirt?
29 CFR 1910.132(a) and (e)
Radiation Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
RS-1
Is the radioactive material storage area secured?
29 CFR 1960.9, DLAI 6055.04, ENCL 3, 19
RS-2
Are incompatible materials (flammables, food products) stored away from the radioactive storage area?
29 CFR 1960.9, DLAI 6055.04, ENCL 3, 19
Pallet Storage
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PS-1
Is the storage height of pallets inside buildings limited to 6 feet in height?
29 CFR 1910.176(b)
PS-2
Are explosives, flammable materials, food products, or other incompatible material prohibited from being stored in the radioactive material storage area?
29 CFR 1960.9, DLAI 6055.04, ENCL 3, 19
Spray Paint Booths
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
SPB-1
Is a clear space (not less than 3 feet) on all sides (nothing stored within 3 feet of the booth)?
29 CFR 1910.107(b)(8)
SPB-2
Has the mechanical ventilation been measured to ensure it is adequate to remove flammable vapors, mists and powders?
29 CFR 1910.107(d)(2)
SPB-3
Are there flames, sparks, general electrical equipment, or other ignition sources kept at least 20 feet away from a spray area?
29 CFR 1910.107(c)(2)
SPB-4
All spraying is conducted inside of the predetermined spraying area?
29 CFR 1910.107(g)(1)
SPB-5
Is the spray area kept clean and combustible residue removed using non-sparking tools?
29 CFR 1910.107(g)(2)
SPB-6
Are residue scrapings, rags and debris contaminated with flammable residue immediately placed in approved metal waste cans and removed from the premises once daily or at the end of each shift? 
29 CFR 1910.107(g)(3)
Confined Space
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
CS-1
Are all permit required confined spaces identified and properly labeled?
29 CFR 1910.146(c)(2)
CS-2
Has an inventory list of all evaluated confined spaces been completed?
29 CFR 1910.146(d)(5)
Welding, Cutting, and Brazing
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
WCB-1
Are hoses, gauges, and connectors inspected before each use?
29 CFR 1910.253(e)(6)(iv)
WCB-2
Are flammable materials removed from the welding area or protected before hot work commences? 
29 CFR 1910.252(a)(1)(i) and (a)(2)(vii)
WCB-3
Are employees exposed to the hazards created by welding, cutting, or brazing wearing appropriate PPE (i.e. goggles, leather aprons, gloves, foot wear, etc.)?  
29 CFR 1910.252(b)(3)
WCB-4
Are helmets and goggles provided with the appropriate shaded lenses to protect the employee's eyes, face, and neck from radiant energy?          
29 CFR 1910.252(b)(2)
Laboratory Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
LABS-1
Is a written chemical hygiene plan developed, maintained current and readily available to employees in the workplace?
29 CFR 1910.1450(f)(4)(ii)
LABS-2
Is documentation available to verify employees were trained on the applicable details of the written Chemical Hygiene Plan?
29 CFR 1910.1450(f)(4)(ii)
LABS-3
Is eating and drinking prohibited in the lab?
(look for food, drinks, etc.)
29 CFR 1910.1450(f)(4)(i)(C)
Asbestos
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
ASB-1
In locations identified as having the presence of asbestos containing material, is the asbestos operation and maintenance (O&M) plan inventory list of asbestos locations in the workplace up to date?                                                                 (Obtain a copy and conduct a visual inspection to see if it coincides with the management plan for the location of asbestos place, asbestos condition is consistent with descriptions in plans, etc.)
29 CFR 1910.1001(j)(2)(ii)
ASB-2
Are all pipes, materials, containers, and areas that are identified as containing asbestos labeled?
(NOTE:  Contact the Asbestos Program Manager with questions and guidance on potential asbestos containing material in the workplace.)
29 CFR 1910.1001(j)(4)(i), 1910.1001(j)(6)(i)-(ii)
ASB-3
Are pipes, materials, containers and areas that are identified as asbestos containing material free from damage?
29 CFR 1910.1001(k)(1)-(2)
Bloodborne Pathogen
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
BBP-1
Is a site Bloodborne Pathogen Exposure Control Plan developed for employees with occupational exposures and is it available in the workplace to employees?  
29 CFR 1910.1030(c)(1)(i)
BBP-2
Are training records available and maintained for 3 years showing employees occupationally exposed to bloodborne pathogens receive annual training?  
NOTE:  Record shows the date, summary of training, instructor name and qualification, attendee names and job titles.
29 CFR 1910.1030(g)(2)(i) and (h)(2)
BBP-3
Are vaccinations, examinations, medical testing and follow up procedures documented in the medical records of employees occupationally exposed to bloodborne pathogens?
29 CFR 1910.103(h)((1)(ii)(D)
Add SOH Assessment Criteria Not Identified on the Checklist
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
Additional Comments
9.0.0.2.20100902.2.720808
http://www.dla.mil/officialforms/files1/dl0033.pdf
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