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DLA SUPERVISOR PERIODIC SAFETY INSPECTION CHECKLIST (INDUSTRIAL)
Prescribed by:  DLAI 6055.01 
Sponsor:  DM
DIRECTIONS
1.         The workplace supervisor with rotating employee volunteers conduct periodic safety inspections of the work area.  Employee involvement provides the opportunity to enhance the employee’s safety knowledge and to share safety concerns. 
2.         This checklist is not all inclusive.  Add additional items/sections to the end of the checklist based on the workplace inspected.
3.         Review the previous periodic safety inspection results prior to conducting the inspection.
4.         Follow guidance in the Master Labor Agreement to invite local union representatives to participate in the inspection.
5.         Based on the review and workplace operations, remove the sections of the checklist that are not applicable to the workspace (i.e. radiation, battery charging, etc.).
6.         Complete the checklist by marking “Yes or No” for each checklist item.  Document the following:  what you identified, a detailed hazard location, interim controls put in place, and any corrective actions taken.
7.         Brief employees on the periodic safety inspection results and place a copy of this form in the work area so it is readily accessible to employees.
8.         Forward the completed checklist to SOH personnel within one workday of completing the inspection.
9.         Upload the completed periodic safety inspection checklist in ESAMS within 3 business days of receipt. Open a self-safety inspection in ESAMS and issue ESAMS deficiency notices for items marked “No” on the checklist and for any unsafe condition or hazard identified during the inspection.  Add the Item # as the first entry in the Violation Description Block on the ESAMS Deficiency notice.  Example: SP-3 Failure to post the Agency and site SOH policy and mission statement(s) in the workplace. Issue ESAMS deficiency notices immediately to address hazards immediately dangerous to life and health.  
10.         Attach the completed checklist to the inspection in ESAMS.
Check boxes that are mandatory for this inspection cannot be "de-selected."  Sections not included in this inspection, de-select those check boxes. 
Required Safety and Occupational Health (SOH) Postings and Document Review (Mandatory Section)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
SP-1
Posted SOH documents are current and easily accessible to employees.  
(OSHA Federal Agency OSH Protection for Employees (formerly DD Form 2272), Executive Order 12196 OSH Programs for Federal Employees, Section 19 of the OSH Act of 1970 Federal Agency Safety Programs and Responsibilities, DLA Form 1404 Near/Miss Hazard Report, Emergency Evacuation Plan Diagrams with “YOU ARE” here marked, hazard abatement log, emergency phone numbers, DLA and site specific SOH goals, policies and mission statements, etc.)
29 CFR 1960.12(a)-(e), DoDI 6055.01 Encl 3, 6.f(1)(c) and (2)g
SP-2
Are current Job Hazard Analyses (JHAs) DLA Form 7001 in the workplace on the equipment or near the location the task is performed and easily accessible to employees?
29 CFR 1960.12 (a)-(e)
DoDI 6055.01 Encl 3, 3(c)(2) and 8.b.(1)(d)
SP-3
Are Safety Data Sheets (SDS) current and posted or otherwise
available to employees for each hazardous chemical used in the workplace?
29 CFR 1910.1200(g)(1)
SP-4
Are signs posted where appropriate? (exit routes, emergency eyewash/shower, fire extinguisher, NO SMOKING, etc.)
29 CFR 1910.37(b)(2)
29 CFR 1910.157(c)(1)
29 CFR 1910.106(e)(6)(i)
29 CFR 1910.145(d)(2)-(6)
SP-5
Is the OSHA Form 300A posted in the workplace from 1 February to 30 April?  
29 CFR 1904.32(a)(4)
SP-6
Are site-specific written SOH programs covering all co-located DLA activities posted and easily accessible to employees in the workplace?   
DLAI 6055.01 E3 5.a., DODI 6055.1 E3 3.c(2)(a)-(b)
SP-7
Is documentation available to show industrial hygiene and ergonomic survey results are reviewed with employees and the results are posted in the workplace easily accessible to employees?
DoDI 6055.01 E3 3.c(2)(b), DLAI 6055.10 E2 1.d.(3)
SOH Record Keeping (Mandatory Section)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
SPK-1
As the workplace supervisors, are mishaps documented in Enterprise Safety Application Management System (ESAMS) within one work day of being notified a mishap occurred?
DODI 6055.07 E4.3.b.(8), DLAI 6055.01 E2.7.e., DLAI 6055.07 E2.5.f.
SPK-2
As the workplace supervisor, are ESAMS deficiency notices generated from inspections, hazard reports, Industrial Hygiene surveys, near miss and mishap investigations responded to by documenting required actions taken on the deficiency notice in ESAMS each week?  
[e.g., brief employees on the hazards and corrective actions taken, document actions taken (e.g., work order initiated, interim controls put in place, etc.)]
DLAI 6055.01 E2.7.j., DLAI 6055.07 E2.5.l., DLAI 6055.08 E2.4l.
SPK-3
As the workplace supervisor, are designated safety personnel providing an ESAMS deficiency report (abatement log) for hazards not corrected with 30 days and a summary report of unsafe unhealthful concerns each month?
DLAI 6055.08 E3.3.b.(16)
SPK-4
Is documentation available to verify designated SOH personnel notified the workplace supervisor of affected employees in writing no more than 5 working days after the receipt of the results of any personal monitoring performed?
DLAM 6055.10 E2.1.c.(1)
SPK-5
As the workplace supervisor, is it common practice to contact designated SOH personnel when workplace operations change, before purchasing new materials (equipment or chemicals), process or procedures are changed, or engineering controls are modified or added?
DLAM 6055.10 E2.1.d.(1)
SPK-6
As the workplace supervisor, is documentation available to verify that the site servicing licensed Physician and servicing occupational health clinic notify you and personnel of appointments for annual occupational health medical surveillance?
DLAM 6055.10 E2.1.f.(1)
SPK-7
Did employee interviews conducted during the self-safety inspection reveal that employees are knowledgeable about:
1) Site SOH programs
2) Methods to report hazards (to include anonymous reporting)
3) Self-safety inspection results
4) OSHA Rights and Responsibilities
5) Annual inspection results
6) Occupational health medical surveillance results
7) Air sampling and personal noise dosimetry results 
8) Industrial hygiene and Ergonomic survey results
DODI 6055.01 E3.3.c.(2)(a)-(c), DLAI 6055.01 E2.7.k., 7.l. and 7.n., DLAM 6055.10 E.2.1.e.(3)
Medical Services and First Aid
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MSFA-1
Are personnel aware of the procedures for obtaining medical services and first aid?
29 CFR 1960.9, 29 CFR 1910.151(a)
Housekeeping
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HK-1
Are appliances (refrigerator, microwave, etc.) used only in approved break rooms maintained in a clean and sanitary manner?
DLAM 6055.06 Vol 1 E3 Chp 4 2.d.
29 CFR 1910.22(a)(1)
HK-2
Are water coolers authorized, clean and sanitized?
29 CFR 1960.09
HK-3
Is the work area neat, clean and free from spills, trash, debris and trip hazards?
29 CFR 1910.176(c), 29 CFR 1910.22(a)(1)-(3), 
29 CFR 1910.141(a)(3)(i) and (g)(3)
HK-4
 
Is a continuing and effective extermination program established with periodic extermination actions documented in work areas where rodents, insects or other vermin are present?
29 CFR 1910.141(a)(5)
Food Consumption and Storage
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FDCS-1
Is food or other items intended for human consumption stored in refrigerators, cabinets or other storage spaces separate from hazardous materials?
29 CFR 1910.141(g)(2) and (g)(4), 29 CFR 1960.9 
FDCS-2
Are employees prohibited from consuming food and beverages in industrial work areas, a toilet room or in any area an employee may be exposed to a toxic material? 
29 CFR 1960.9
29 CFR 1910.141(g)(2) and (g)(4)
Walking Working Surfaces
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
WWS-1
Does aisle space (independent of working and storage space) provide sufficient width to permit the free movement of employees bringing and removing material?  
29 CFR 1960.9
WWS-2
Are material storage areas, equipment and pedestrian aisles and passages ways clearly marked?
29 CFR 1910.22(c)
WWS-3
Are all hatchways, wall, and floor openings guarded/covered?
29 CFR 1910.28(b)(1) and b(3)
WWS-4
Are stair treads non-slip and in good repair?
29 CFR 1910.22(d)(1)
WWS-5
Are walkways, stairways, and aisle ways free of obstructions?  
29 CFR 1960.8(a), 29 CFR 1910.22(a)(3)
WWS-6
Are carpets secure to the floor and free from damages creating slip/trip hazards? 
29 CFR 1960.9, 29 CFR 1910.22(a)(3)
WWS-7
Are floor mats flat on the floor (no curling) and free from damage?
29 CFR 1910.22(a)(3)
Elevated Walking Surfaces (including mezzanines)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
EWS-1
Are signs posted identifying the elevated surface load capacity?
29 CFR 1960.8(a), 29 CFR 1910.22(b)
EWS-2
Are all open sided floors or platforms more than 4 feet above an adjacent floor or ground have protection to prevent employees from falling (i.e. guardrail, safety net, fall protection) or is the area restricted to authorized employees only?
29 CFR 1910.28(b)(1)
Ladder Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
LS-1
Are ladders inspected and results documented before initial use in each work shift, or more frequently as necessary, to identify visible defects that could cause employee injury? 
29 CFR 1910.23(b)(9)
LS-2
Are manufacturer’s labels and warnings present and visible on the ladder?
29 CFR 1910.145(c)(2)(i) and (c)(3)
LS-3
Ladders are maintained in good condition (no visible damage like punctures, bent legs, rust, non-slip safety feet missing, etc.) with damaged ladders immediately removed from service and tagged “Dangerous:  Do Not use” or similar language until repaired? 
29 CFR 1910.23(b)(7) and (b)(10)
LS-4
Are appropriate ladders available for the tasks completed at this location (stepladders for low areas, non-metal ladders near electricity, tall ladders for high areas, etc.)?
29 CFR 1910.23(b)(8)
Ergonomics
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
ERG-1
Are all pieces of furniture (desk, chairs, workstations, etc.) adjustable, positioned, and/or arranged to minimize strain on all parts of the body?
29 CFR 1960.9
ERG-2
Can work be performed without overly twisting or bending the lower back and without overexerting or stressing other body parts?
29 CFR 1960.9
Hazard Communications
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HZCM-1
Is the chemical inventory list current and maintained in the workplace with the chemicals?
29 CFR 1910.1200(e)(1)(i)
HZCM-2
Are chemicals properly stored? (e.g. flammable locker, segregation of incompatible chemicals, labeled with the identity of the product and hazard warnings)?
29 CFR 1910.176(b)
Hazardous Waste
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HZW-1
Is documentation available showing hazmat and hazwaste containers are checked for leaks at least weekly?
EPA 40 CFR 264/265.174
HZW-2
Are containers used to store hazardous waste kept closed?
29 CFR 1910.120(d)(3)
HZW-3
Are containers used to store hazardous waste clean and well maintained?
29 CFR 1910.120(d)(3)
HZW-4
Is hazardous waste properly segregated?
29 CFR 1910.120(d)(3)
HZW-5
Is emergency equipment (e.g., fire extinguishers, eyewash unit, deluge shower stations, spill clean-up materials) available in areas with   
hazardous waste?  
29 CFR 1910.157, 29 CFR 1910.120
EPA 40 CFR 112
Flammable and Combustible Liquids
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FLM-1
Are flammable liquids stored properly? (approved containers, labeled “Flammable - Keep Fire Away”, fire resistant locker, appropriate amount stored, etc.)
29 CFR 1910.106(d)(2), (e )(3)(iv) and h(4)
Compressed Gas Cylinders
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
CGC-1
Are compressed gas cylinders labeled and stored properly? (i.e. well ventilated area, secured to prevent them from falling over, stored with valves closed, exterior precautionary labels, charged or full cylinders labeled and full cylinders stored away from empty cylinders, etc.)
29 CFR 1910.101(a) and (b) 
29 CFR 1910.101(b)
Electrical Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
ES-1
Are ground fault circuit interrupter (GFCI) outlets used near water sources and in wet/damp work areas?  (bathroom, water fountains, kitchen, etc.)  
29 CFR 1910.304(b)(3)(i)
ES-2
At a minimum, is there a 3 ft. clearance maintained around electrical panels?
29 CFR 1910.303 (g)(1)(i) Table S-1
ES-3
Are extension cords only used as temporary wiring removed immediately upon completion of the project or purpose for which the wiring was installed (short term projects, holiday decorative lighting, maintenance, etc.)?  (No more than 90-day use.) 
29 CFR 1910.305(a)(2)(i)(B)
ES-4
Are wires and cords free from damage, fraying, deterioration, splices and taps? 
29 CFR 1910.305 (g)(2)(i)
ES-5
Are surge protectors, power strips or extension cords plugged directly into the electrical outlet (not plugged one into the other - daisy-chained)?
29 CFR 1910.303(a); 29 CFR 1910.303(b)(2); 
29 CFR 1910.304(b)(2)
ES-6
Do flexible cords have a grounding pin (drills, saws, fans, microwave, refrigerator, etc.)?   
29 CFR 1910.304 (f)(5)(iv)
ES-7
Are appliances approved or authorized for use, UL rated and plugged directly into a wall outlet? 
29 CFR 1910.303 (b)(2)
Personal Protective Equipment (PPE)
Office employees required to perform tasks (warehouse, field or construction site, etc.) requiring the use of PPE
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PPE-1
Are employees wearing PPE when required?
29 CFR 1910.132(d)(1)(i)
PPE-2
Is PPE clean, in good condition, and stored protecting it from damage and dirt?
29 CFR 1910.132(a)
29 CFR 1910.132(e)
Respiratory Protection
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
RPP-1
Is documentation available to show employees receive mandatory information when using respirators (dust masks, etc.) when not required under the standard? 
29 CFR 1910.134(c)(2)(i) 
Fall Protection
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FLP-1
Are personal fall arrest systems inspected before initial use during each work shift for mildew, wear, damage, other deterioration and defective components with the results documented? (i.e. approved body harness, lanyard, and approved anchor points)
29 CFR 1960.9, 29 CFR 1910.140(c)(18)
Emergency Eyewash/Shower
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
EES-1
Is the eyewash/shower free of obstructions (nothing stored in the path to it or in front of it)?
29 CFR 1960.8, 29 CFR 1910.151(c)
EES-2
Is the plumbed eyewash/shower clean, tested and inspected with results documented weekly?
29 CFR 1960.8, 29 CFR 1910.151(c)
EES-3
Is the portable eyewash unit clean and the eye wash solution changed in accordance with manufacturer recommendations?
ANSI Z358-2014, Section 4.6.2, 5.5.2, 6.5.2, 7.5.2
Fire Protection and Life Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
FLS-1
Are fire extinguishers unobstructed (nothing stored in front of or blocking it)?
29 CFR 1910.157(c)(1)
FLS-2
Are fire extinguishers mounted with a hanger, bracket or in a cabinet?
29 CFR 1910.157(c)(1) and (c)(4)
FLS-3
Are portable fire extinguisher monthly visual inspection results documented and do the inspection tags include maintenance and inspection dates, date of purchase, Underwriters Laboratory (UL) approval, and initials of the inspectors?
29 CFR 1910.157(e)(1) and (e)(2)
FLS-4
Is there a minimum clearance of 18 inches between overhead sprinklers and material stored or positioned beneath them? (For material stacked or located higher than 15 feet a 36-inch clearance is required)
29 CFR 1910.159(c)(10)
FLS-5
Are emergency egress lights tested, results documented and they are in good working order?
29 CFR 1910.165(d)(1) – (5)
FLS-6
Are all EXITS clearly marked, adequately lighted and visible from all locations in the work area?  
29 CFR 1910.37(b)(1), (b)(6)-(7)
FLS-7
Are exit route doors designed so they don’t become locked or so they do not trap employees inside, restricting their exit during an emergency?
29 CFR 1910.36(d); NFPA 101-2009
FLS-8
Are office areas free of open flames and other sources of ignition, such as candles and incense burners?
29 CFR 1960.9, DLAM 6055.06 V1
FLS-9
Are portable heating devices approved by the fire prevention office, clearance of 36” from combustible material, UL or FM listed, installed with a tip over protection device, output wattage rating not exceeding the local installation policy and capable of being plugged into the intended outlet? 
DLAM 6055.06 Vol 1 E3, Chp 4 1.j.- k.
Lockout/Tagout
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
LOTO-1
Are lockout tagout devices (locks, DO NOT OPERATE tags, etc.) placed on equipment to disable or prevent startup of equipment undergoing repair?
29 CFR 1910.147(c)(5)(i) and (c)(5)(iii)
Material Storage
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MSR-1
Are racks free from damage (rack legs, shelf, etc.)?
(No new damage occurred since the last self-safety inspection.)  
29 CFR 1960.9, ANSI MH 16.1
MSR-2
Material on racks is piled, stacked, or racked in a manner 
to prevent strike hazards tipping, falling, collapsing, rolling, or spreading?
29 CFR 1960.8(a), 29 CFR 1910.176(b)and (c)
Material Handling Equipment
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MHE-1
Hand trucks, dollies, pallet jacks, or other material and pallet lifting equipment are not bent, have low or damaged tires, or otherwise damaged. (DO NOT USE tags placed on damaged equipment to prevent use.)
29 CFR 1960.9, 29 CFR 1910.242(a)
MHE-2
Slings and attachments in use in the workplace are free from damage (sling, hooks, rings, links)?
29 CFR 1910.184(c)(1)-(14) and (d)
Powered Industrial Trucks
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PIT-1
Are pre-use inspections completed, documented and placed on the PIT?  
29 CFR 1910.178(q)(7)
PIT-2
Are attachments and modifications approved by the manufacture with the data plate updated?
29 CFR 1910.178(a)(4)
PIT-3
Are operators observed operating vehicles in a safe manner?
(not speeding, wearing seat belt, sounding horn before entering and exiting aisles, looking in the direction of travel, body parts (feet, arms, etc.) kept inside the vehicle when in motion)
29 CFR 1910.178(m)(4) and (n)(1)-(8)
PIT-4
Are the forks fully lowered, brake set and powered off when PITs are unattended?
29 CFR 1910.178(m)(5)(i)
Preventative Maintenance
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PM-1
Are employees completing pre-use inspection forms for material handling equipment (golf carts, powered lift jacks, powered industrial trucks, etc.)?
29 CFR 1960.9, 29 CFR 1910.178(q)(7)
PM-2
Are the completed daily pre use inspection forms kept on the equipment (golf carts, powered lift jacks, forklifts, etc.) during the shift the equipment is used and maintained on file for three (3) months?
29 CFR 1960.9, 29 CFR 1910.178(q)(7)
PM-3
Are PM due dates documented on equipment (golf carts, powered lift jacks, powered industrial trucks, etc.) so employees can verify equipment is safe to operate?
29 CFR 1960.9, 29 CFR 1910.178(q)(7)
Motorized Vehicles (Scooters, Golf Carts, etc.)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MV-1
Are pre-use inspections completed, documented and maintained with the vehicle?  
29 CFR 1960.8
MV-2
Are operators observed operating vehicles in a safe manner?
(not speeding, wearing seat belt, sounding horn before entering and exiting aisles, looking in the direction of travel, body parts (feet, arms, etc.) kept inside the vehicle when in motion)
29 CFR 1960.9, 29 CFR 1910.178(m)(4)
29 CFR 1910.178 (n)(4), (n)(6), (n)(9)
Hand and Power Tools
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
HPT-1
Are powder actuated tools (i.e. Hilti or Ramset gun) stored in an individual locked container when not in use?
29 CFR 1910.244(b)
29 CFR 1926.302
HPT-2
Are tools free from damage?  (broken cracked handles, bent, homemade handles, damaged or missing shields and guards, etc.)?
29 CFR 1910.242(a)
29 CFR 1926.301(d)
29 CFR 1910.243
29 CFR 1960.9
Loading Dock, Shipping and Receiving
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
LDSR-1
Are employees performing loading/off loading tasks safely?
(brakes set, vehicle restraints or wheel chocks used, fixed jacks supporting trailers, checking truck floors and railroad cars for damage)
29 CFR 1910.17(k)(1)-(3), (m)(7) and (k)(4)
LDSR-2
Are loading docks (i.e. gates, bumpers, etc.) in good repair? 
29 CFR 1910.176(a)
29 CFR 1910.30(a)(1)
Machine Gurading
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
MG-1
Are employees using machine guards as required by the manufacturer when using the equipment?
(machine guards are not disabled or bypassed)
29 CFR 1910.212(a)(3)(ii)
MG-2
Do all machines or equipment have guards (at the points of operation, ingoing nip points, rotating parts, etc.) in place to protect employees?  
NOTE:  Refer to the manufacturer for specific types of guards required for the equipment.   
29 CFR 1910.212(a)(2)
Battery Charging (MHE/PIT)
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
BC-1
Does the facility have material for flushing and neutralizing spilled electrolyte?
29 CFR 1910.178(g)(2)
BC-2
Is battery charging apparatus (charger, cables, etc.) damaged? 
29 CFR 1910.178(g)(2)
BC-3
Is the conveyor, overhead hoist, or equivalent battery material handling equipment in good working order?
29 CFR 1910.178(g)(4)
BC-4
Is required personal protective equipment (PPE) available, clean, free from damage, and stored protecting it from damage and dirt?
29 CFR 1910.132(a) and (e)
Radiation Safety
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
RS-1
Is the radioactive material storage area secured?
DLAI 6055.04, Encl 3, 19
RS-2
Are incompatible materials (flammables, food products) stored away from the radioactive storage area?  
DLAI 6055.04, Encl 3, 19
Pallet Storage
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
PS-1
Is the storage height of pallets inside building limited to 6 feet in height?
29 CFR 1910.176(b)
PS-2
Are wooden pallets stored outside and located away from the building and other outside storage?
(29 feet of clearance for up to 50 pallets, 30 feet for 50-200 pallets, and at least 50 feet of clearance for storage of more than 200 pallets)
29 CFR 1910.176(b)
Spray Paint Booths
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
SPB-1
Is a there a clear space (at least 3 feet) on all sides of the booth? (nothing stored within 3 feet of, on or against the side of the booth)
29 CFR 1910.107(b)(8)
SPB-2
Is the spray area kept clean and combustible residue removed using non-sparking tools?
29 CFR 1910.107(g)(1)
SPB-3
Are residue scrapings, rags and debris contaminated with flammable residue immediately placed in approved metal waste cans and removed from the premises once daily or at the end of each shift?
29 CFR 1910.107(g)(3)
Asbestos
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
ABS-1
Pipes, materials, containers and areas identified as asbestos containing material are free from damage.
29 CFR 1910.1001(k)(1)-(2)
Add SOH Assessment Criteria Not Identified on the Checklist
Yes/No/NA
Remarks - Provide the location, a detailed description of the discrepancy of hazard identified and any corrective actions taken. 
Additional Comments
9.0.0.2.20100902.2.720808
http://www.dla.mil/officialforms/files1/dl0033.pdf
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